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SECTION 1

INTRODUCTION

For many years, ejectors have found wide applications in jet

pumps, steam-jet refrigeration, mercury diffusion pumps, etc.

More recently, ejectors have been investigated for flight appli-

cations, especially as a method of thrust auqmentation, and their

potential usefulness has been demonstrated in experimental aircraft.

The topic of ejectors has been extensively studied over the
1

years -- a recent publication by Porter and Squyers lists over

1,600 references concerning ejector systems and related topics.

Analyses of the mixing problem can be divided into two general

types: detailed mixing models using the Navier-Stokes equations;

or, the control volume approaches which use integrated forms of

the conservation equations of mass, momentum, and energy. -The

one-dimensional control-volume approach, using a compressible

fluid, was chosen for this study since it affords the best vehicle

for the parametric studies required to understand the potential

of ejectors for a given application.

It has been known for some time (see, for example, references

2 through 5) that the analyses of a constant area ejector lead

to a double valued solution: one where the mixed flow is sub-

sonic; and the other where the mixed flow is supersonic. Further,

it is well known that these two solutions are related by the

normal shock relations.

Recently, Alperin and Wu 6 have pointed out the potential

advantages of the supersonic branch for applications to thrust
7

augmentation. Minardi, et al. , who were recently studying two
fluid ejectors for applications in turbines at the University of

Dayton Research Institute (UDRI), found results for their appli-

cations that were consistent with those of Alperin and Wu. Both

studies indicated that extremely high efficiencies could be

Lo
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obtained on the supersonic branch. It was the purpose of this

study to determine fundamental performance characteristics and

limitations of these high performance ejectors to establish a

basis for their application to thrust augmentation.

2



SECTION 2

CONTROL VOLUME ANALYSIS

Two types of ejectors are widely considered: the constant

area ejector and the constant pressure ejector. We will concern

ourselves mainly with the constant area ejector, a schematic of

which is shown in Figure 1. Of course, a flightworthy ejector

used for thrust augmentation would have many essential elements

that must be properly integrated. A good discussion cf such an
6integration is given by Alperin and Wu 6

. The major elements are

the flight inlet diffusers for the engine and bypass air, the jet

engine itself, the inlet nozzle geometry for the secondary air

(bypass air) to the ejector, the inlet geometry for the primary

gas (engine gas leaving the turbine), the ejector mixing tube and

finally, the diffusor (or nozzle) where the mixed flow exits to

the atmosphere. We are going to concentrate only on the ejector

since the other elements, although not simple, are well understood

and have found wide application in flight vehicles.

For example, a better bypass air inlet would simply produce

a higher value of secondary inlet air total pressure P0 5 (see

Figure 1). The ideal inlet would produce a value of Pos equal to

the isentropic stagnation pressure determined by the flight Mach

number. A better exit diffusor would allow the ejector to

exhaust to a higher back pressure, Pback (see Figure 1). An

ideal isentropic diffusor would allow the ejector to exhaust the

flow into a back pressure equal to the total pressure of the

mixed flow at the exit, P om (the mixed flow at station m of

Figure 1).

However, to understand the essential features of an ejector

it is best to first consider only the simple schematic of

Figure 1 where the stagnation conditions of the primary and

secondary gases are considered given and the back pressure

Pback' can be adjusted to any designed value. In this way, the
essential features of the ejector will not be masked by the

3
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features of the other elements, especially the exit diffuser.

However, a word of warning may be in order -- a poor diffuser can

completely obviate the value of a good ejector.

The usual conditions that are applied to constant area

mixing are as follows:

(1) The flow is steady and the enthalpy is constant;

(2) The exit area (A in Figure 1) is equal to the sum of

the inlet areas of the primary flow A and the secondaryp
flow A ; and,

(3) No net pressure forces are acting on the ejector walls

(friction forces are frequently accounted for).

Condition 1 is an obvious, reasonable assumption. Conditions

2 and 3 follow directly from the constant area geometry. However,

condition 2 could also be valid for a nonconstant area geometry

and it is conceivable that condition 3 might also hold for some

nonconstant area geometry where the exit area equals the inlet

areas. Thus, the constant area geometry is a sufficient condition

to yield the three conditions stated above, but not a necessary

condition. This will be discussed in greater detail later in this

report.

In view of Figure 1 and the conditions stated above, we

can write the following equations for one-dimensional flow that is

completely mixed at station m.

Continuity:
PlsAsVs + PlpApVp = pm m (1)

or
i5 + m(1')
s +p m

Energy:

shos phop m mom (2)

5
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Momentum:
PlpAp+ V +p PA + P~
lpp pVp ss s s m m m (3)

also from condition 2

A = A + A (4)s p

If we assume that we have ideal gases then we can solve the

above system of equations in a straightforward, though somewhat

tedious manner. Our approach to this is given in Reference 7 and

in Appendix I. Other equally valid approaches are given in

References 2 through 6 and in many of the 1,600 references of

Reference 1. It is not our purpose here to review the details of

these solutions but rather to discuss some of the results

obtained from computer programs based on these solutions.

Figure 2 presents the results for both branches for the solu-

tion of the equations for a constant-area ejector with a constant

mass flow ratio. The two solution branches are marked subsonic

and supersonic on Figure 2. The branch with supersonic mixed flow

is referred to by Alperin and Wu as the "second solution." We

have also shown the results for a constant pressure solution on

Figure 2. The solutions presented are for air driving air with a

pressure ratio, r of 6 (P P /P os ) and a temperature ratio,presur raioPr'of (r op r

of 3.7 (T T /Ts). These ratios are representative cf whatr op oIS
might be possible with a modern jet engine. The mass flow ratio

(MR = p/ms) was taken as 0.1 (or a bypass ratio of 10). The

efficiency based on availability is plotted as a function of the
secondary inlet Mach number Ms . The primary inlet Mach number,

Mp is adjusted to match the pressure at the inlet (i.e., Plp= Pls )

The efficiency based on availability is the ratio of the

thermodynamic availability in the mixed flow divided by the

availability in the incoming primary flow. The availability for

both flows is referenced to the stagnation conditions of the

secondary flow. The second law requires that the efficiency

6
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based on this concept be less than or equal to one for an

adiabatic system.

As seen in Figure 2, the value of the efficiency, n,

exceeds one on the supersonic branch at subsonic inlet Mach numbers,

Ms, less than 1. Also note that a choking of the flow takes place

in the constant area case and no real solution exists for a range

of secondary inlet Mach numbers, Ms . This condition disappears

at lower bypass ratios as seen in Figure 3, where all the conditions

are the same except that the bypass ratio is 2 instead of 10.

Complete tables of data for Figures 2 and 3 are given in Appendix A.

In calculating the data for Figures2 and 3, we assumed

that the inlet pressures of the primary and secondary flows were

the same. However, if one of the inlet flows is supersonic, then

this condition need not be true. In fact, a map of the performance

for all combinations of inlet Mach numbers can be developed for

both branches of the solution. We developed a computer program
4based on the work of Hoge to construct such maps. Results of

these calculations are shown in Figures 4 and 5 where lines of

constant efficiency, based on availability, are drawn in the

M*-M* plane. (M*, the ratio of velocity to the speed of sound atp s
Mach one, was used since it has a finite maximum value). For

Figures 4 and 5, the pressure ratio and temperature ratio are the

same as used for Figures 2 and 3. The mass flow ratio MR is 0.1

(bypass ratio of 10) which is the same as for Figure 2. The

region of imaginary solutions, called the forbidden region, is a

large, egg-shaped region which is cross-hatched on Figures 4 and 5.

The value of the mixed Mach number on the boundary of this

region is one.

The locus of points in the plane where the inlet pressures

are equal. is the solid line labeled P p = Pls on Figures 4 and 5.

If we took a cut through the two surfaces along this line and

plotted the efficiencies versus Ms (instead of M*) we would

obtain the same results as plotted on Figure 2 for the constant

area solutions. The part within the forbidden region, of course,

8
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has only imaginary solutions and neither branch is shown on

Figure 2 for that range of Mach numbers, Ms, that lie within the

forbidden region.

It is of interest to note that extremely high efficiencies,

equal to or greater than one, are achieved on the subsonic branch

(at low M* values of Figure 4) as well as the supersonic branch
p

(see Figure 5). Thus, the high efficiencies are not just a property

of the second solution, but can occur on either branch. However,

if the condition of equal pressure at the inlet is used, then

only the supersonic branch exhibits the extremely high efficiencies.

Figures 4 and 5 illustrate all of the possible solutions that

satisfy the equations listed earliez for the given set of conditions.

It is quite clear, however, that many of them could not possibly

be achieved in an ejector. For example, if both M* and M* are
s p

subsonic, then PIP must be equal to Pls if the flows were to enter

an ejector. But the locus of points along which this pressure

condition holds does not enter the part of the plane where both

M* and M* are subsonic. Thus, none of these solutions could occur
s p

in an ordinary ejector.

It was considerations such as these that lead to the following

set of questions:

1. Can the supersonic solution be achieved at a subsonic

value of secondary inlet Mach number Ms -?

2. How does one understand the exceptional solutions

exemplified by the values at subsonic inlet Mach

numbers of the second solution?

3. What are some fundamental limits of performance of

mixers?

4. What are the limits of performance that can actually

be achieved on the second solution branch?

In the remainder of the report, we will attempt to answer

these questions.

12



SECTION 3

ON THE EXISTENCE OF THE SECOND SOLUTION

From the theoretical perspective given below, it will become

obvious that the second solution can be achieved in the region

where the inlet secondary Mach number is one or less. This is

most easily seen if we consider the results for the solution of a

constant geometry case in response to operation with different

back pressures, Pb' of Figure 1. Figures 6 through 9 were

obtained for constant geometry. The curves shown on Figure 6 are

fundamentally different from those of Figures 2 and 3. All three

figures are drawn for constant area ejectors, but the geometry of

the ejector is different at each value of Ms in either Figure 2

or Figure 3, while the geometry within the control volume is

constant for all values of Ms in Figures 6 through 9. In calcu-

lating the data for Figures 2 and 3, the mass flow ratio was held

constant and a side condition was set: the inlet pressures of

the primary and secondary stream were made equal. Thus, the

geometry required to produce the same pressure at the inlet and

the constant mass flow ratio changes at each value of Ms in

either Figures 2 or 3.

Nonetheless, we see that Figure 6 still exhibits the extreme-

ly high values of efficiency at the subsonic inlet Mach numbers

of the seccndary flow on the supersonic branch of the solution

(i.e., second solution). The conditions used for calculating the

data for Figures 6 through 9 are given on the figures. Figure 7

presents the total pressure of the mixed flow at the exit divided

by the total pressure of the secondary gas. Since the total tem-

perature is fixed by the ratio of the mass flow rates, only one

other thermodynamic property from the stagnation state is required

to fix the stagnation state of the mixed flow. Therefore,

knowledge of either the total pressure (from Figure 7), or the

availability (from Figure 6) is adequate to fix the stagnation

state of the mixed flow. Thus, either Figure 6 or 7 could be

obtained from information un the other.

13
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Figure 8 presents the mixed flow Mach number for both solu-

tion branches. From Figure 8 it is clear that the mixed flow

Mach number on the subsonic branch is well subsonic--less than

0.8, while the supersonic mixed flow Mach number is greater

than 1.3.

Figure 9 presents the static pressure in the mixed flow for

both branches. Note that the static pressure on the subsonic

branch is higher than on the supersonic branch. It is instruc-

tive to do a thought experiment with Figure 9 and Figure 1 in

view. A particular solution from those presented on Figures 6

through 9 results by setting the back pressure, Pback of
Figure 1. The setting of this boundary condition actually deter-

mines where the ejector will operate. From the geometry of

Figure 1 it is clear that Ms must be 1 or less since there is no

throat in the secondary flow ahead of the inlet. Therefore, we

are only concerned with the solutions where Ms is one or less on

Figures 6 through 9.

If the mixed flow Mach number, M , is subsonic, then the

exit static pressure must be equal to the back pressure. Conse-

quently, in view of Figure 9, the subsonic solution is possible

only if the back pressure is in the range of 1.01 to 1.51. If the

back pressure is set below 1.01, say 0.8, then the supersonic

solution must be achieved at some secondary inlet Mach number of

one or less. Of course once the back pressure is low enough so

that the supersonic branch is achieved, the operation of the

ejector is independent of the back pressure since signals cannot

be transmitted upstream. Thus, the ejector will operate at only

one point on the supersonic branch, irrespective of the value of

the back pressure. Since the ejector operation is independent of

the back pressure on the supersonic branch, another condition is

required to determine the operating point. This condition will

be discussed in detail later in the report. In any event, from

our theoretical arguments, it is clear at this time that the

18



supersonic branch can be achieved. Furthermore, there is sub-

stantial data in the literature to support this conclusion (e.g.,

see Reference 3).

It is still important to understand the physical significance

of the extremely high efficiencies that we have seen on both the

subsonic and supersonic branches as indicated on Figures 2 through

6. We will consider this in the next section.

19
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SECTION 4

CONSIDERATIONS OF THE CONTROL VOLUME ANALYSIS

As discussed previously, the constant area geometry is a

sufficient condition to derive the control volume equations used to

obtain the solutions we have discussed. The geometry shown in

Figure 10 might also give the same set of equations.

In the geometry of Figure 10 the exit area, Am, equals the

sum of the inlet areas; therefore, the continuity and energy

equations are the same as for the constant area geometry. If a

turbine-fan combination was included in the control volume, it

would exchange energy between the primary and secondary flows,

but no heat or work would cross the control volume boundaries.

Consequently, the energy equation would not change.

Finally, if the wall shapes were properly chosen, the momen-

tum equation could also be the same. Clearly we could get some

results with this device that we could not obtain with the ejec-

tor and vice-versa.

Considerations such as these lead to the conclusion that the

constant area geometry is a sufficient condition to derive the

set of equations used for its analysis but it is not a necessary

condition. Since it is not a necessary condition, some of the

solutions to the equations may not be possible with an ejector.

On the other hand, since it is a sufficient condition, all of the

solutions possible with an ejector will be found using the

equations.

In order to understand how all of the solutions could be

achieved and determine fundamental limits of mixers we have devel-

oped, for thought experiments, a set of machinery within our

control volume for which the equations are still valid. We will

look at some of the fundamental limits in the next section.
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SECTION 5

FUNDAMENTAL LIMITS OF MIXERS

For the purpose of a thought experiment, consider Figure 11

which contains a set of machinery within a control volume. The

machinery of Figure 11 is described in detail in Appendix B. We

show a jet engine as the source of the primary fluid while the

secondary fluid is supplied by the atmosphere.

The first thing we wish to consider is reversible mixing of

the two streams.

5.1 REVERSIBLE MIXING

As an aid in understanding reversible mixing and other con-

cepts discussed later, we want to consider the processes shown on

the T-s diagrams of Figures 12 and 13. The T-s diagram being used

was normalized with the properties of the secondary flow: T andos

P os Further, the entropy is referenced to the secondary flow and

then normalized with the gas constant, R. The As/R on the T-s

diagram is (S-Sos )/R.

In the case of reversible mixing, the primary fluid expands

in the reversible isentropic turbine to state 2P (see Figures 11

and 12). The work from the turbine is used to compress the

secondary gas in the reversible isentropic compressor C4 to the

state 2s. The stagnation temperature of the two fluid streams

are the same in states 2P and 2s, and we will call this temperature

T
om

Equating the work of the turbine to the work of a compressor

for arbitrary flow rates yields:

p p (Top om s pos (5)
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or,

mph + mshos (m+ )hom (5')

p OP S OS p s om'

In view of Equations 1 and 2 we see that the temperature Tom is

the mixed flow stagnation temperature which depends only on the

mass flow ratio or by-pass ratio and the total temperature of the

two streams.

The secondary flow then enters the isothermal turbine C6

(see Figures 11 and 12) and the work from the turbine drives the

isothermal compressor C5 which compresses the primary gas. The

heat transfer from the primary gas required for the isothermal

processes is transferred to the turbine C6 to maintain the tem-

perature of the secondary gas. Since we are assuming that the

processes are reversible we have for the heat transfers:

p om(s op om s om(Sor os (6)

In view of Equations 5 and 6 we have

Top -Tom Sop - S(7- o (7)
T -T s -s
om os om os

From Equation (7) we see that the mixed state in reversible

mixing lies on the straight line joining the point s to the

point p. Equation (7) can be rearranged to show this more

clearly:
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T T
TM = 1 + 2s _ So/R (8)
Tos AS Op

where As = s-sos.

In order to determine the value of the total pressure,

Poe for the reversible mixing , we need to use Equation (6) and the

equation for the entropy change for an ideal gas:

.s -n T 1n (9)

In view of (S we can obtain

m As = n Mas (IC)

Therefore:

1 n -l o - n (n

From Equation (11) and the energy equation we can show:

:L Y-l
mm T 0

IT J

-p Top +

Pore O/Po~ m Tos m(2

o )

Equation (12) gives the total pressure of the mixed flow
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that can be achieved in reversible mixing at the station im and

agrees with a similar result obtained by Kennedy . This is the

highest value of total pressure that can be obtained without the

aid of heat transfer out of the control volume. With the use of

the isothermal machine, C7 (see Figure 11), still higher total

pressures would be possible. It is very important to realize

that the presence of C7 is consistent with the energy equation,

Equation (2).

Of course, if the final total pressure exceeds thAt given

by Equation (12), one can say that the second law is violated for

an adiabatic control volume (or, we need C7). However, in the

cases when the machines C3 through C6 (see Figure 11) are real,

the situation is different: the total pressure at lm would be

less than that given by Equation (12). But, the isothermal machine,

C7, could bring it closer to the value for reversible mixing with-

out it being an obvious violation of the second law. For this

reason, we have called the machine, C7, the "ghost machine" since

its effect may be totally masked.

For the thought experiments for the machinery of Figure 11

this ghost machine is not too important, but, for an ejector

there must be intrinsic loss mechanisms because we have, in

general, differences in velocity, temperature, pressure, and

sometimes, species at the entrance to the ejector.

However, the ghost machine, which is consistent with our

equations, can completely mask these intrinsic losses without an

apparent violation of the second law. The second law, therefore,

may not give us a realistic estimate of the maximum performance

of an ejector. Some other condition is needed to more realistically

estimate the maximum performance; such a condition is available

and will be discussed in detail later.

Another interesting point about Equation (12) is the fact

that, in general, more kinetic energy can be obtained from an

expansion of the mixed flow to any pressure than could be obtained

from separate expansion of primary and secondary flows to the same
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pressure. The total pressure that yields the same kinetic energy

is derived in the next section.

5.2 CONSTANT KINETIC ENERGY MIXING

If the flow mixes such that the gross exit kinetic energy is

constant, we can write the following equation:

Pf Pf =
m s1o i - + T o [ 1 ~ p

(13)

iT 1 (f ')
mom om J0

In Equation (13), Pf is an arbitrary final pressure to which the

flows expand. In view of the energy equation for an ideal gas,

Equation (13) becomes

y-1 y-1 y -1
PsTo P( ) y rTop) = -mT ( (14)

Clearly, since Pf cancels out of Equation (14), the result is

independent of the final pressure to which we can expand the

flows. In particular, this means the result is independent of

the ambient pressure except for its influence on Pos. In that

case, P would be the stagnation pressure due to the flight Mach

number and Pf would be the ambient pressure. In view of the

energy equation, we can solve Equation (14) and obtain:
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ti T

Ep (p T
P-- OLI P OP- IS

OS Os

os OS

(P OP + O22
POS s Tos

Equation (15) determines the total pressure of the mixed

flow that will yield the same kinetic energy as was available in

the primary and secondary flows before mixing.

This pressure can be obtained by the machinery of Figure 11

in the following way. The primary flow expands through the

reversible adiabatic turbine C3 and compresses the secondary flow

to the same value of pressure in the reversible adiabatic

compressor C4. The processes are shown on the T-s diagram of

Figure 13. The two flows are then mixed and come to the final

temperature Tom. The processes just described also represent the

ideal mixing turbofan.

Since the work of the turbine equals the work of the

compressor we have in view of the T-s diagram of Figure 13

ms(T2s - T) = mp (Top - T 2p) (16)

or

slos Tos 1) (I - (17)
CIS / po op

Because of the isentropic processes we have:
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mTos  __ } = "PT l -(P ) (18)s ID S mpTop Pop/

Equation (18) can easily be rearranged to obtain

Equation (15). Hence, the total pressure given by Eauation (15),

which conserves kinetic energy, can also be considered as the

total pressure which is obtained from an ideal mixing turbofan.

In deriving Equation (15) we assumed that the gross exit

kinetic energy in the mixed flow was equal to that of the two

separated flows before mixing. It can be shown, however, that

exactly the same result is obtained if we equate the increase in

kinetic energy across the core engine by itself to that of the
engine-mixer combination, (i.e., ;p(V2 V2) = M(2 2

pCV V ), f rom
which we can show that p V. + m = m In these equations

we have assumed expansion to atmospheric pressure. The exit-jet,

primary velocity is V.p and mixed-flow, exit-jet velocity is Vjm.

The loss-free, exit-jet velocity of the secondary flow is equal

to the flight speed, V Thus, the thermodynamic efficiency of

the engine with mixer is the same as that of the core engine.

Again this represents an ideal turbofan.

5.3 SIMPLE MIXING OR STRAIGHT MIXING

Still another pressure of interest is the final pressure

that results from mixing two quantities of gas in a nonflow

system with mass ratios equal to the bypass ratio. We have

referred to this as simple mixing or straight mixing. We can

think of having two cylinders of gas: one with a mass equal to
mp and total temperature and pressure of the primary; the other

with a mass equal to ms and total temperature and pressure of the

secondary. We then allow the two cylinders to communicate and

mix adiabatically. Since the total volume remains unchanged we

have in view of the energy equation and ideal gas relations
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s os p OP mom om(V s V

where Vs and Vp are the total volumes of secondary and primary

gas respectively. Eliminating the volumes yields

T + m T =P p-s (20)Sos pOp om IS p /

Solving for Pom/Pos yields:

p 0+

om op s os
as os(21)P os P os P T

OP + OP
L Po CIS s TosJ

Equation (21) gives the pressure that can be achieved in a

simple mixing of the two gases in a nonflow process. However, a

cyclic, quasi-steady-flow device can be envisioned that would mix

two quantities of gases according to Equation (21). Thus, it is
reasonable to comoare the performance of an ejector to the simple

mixing case.

It can be formally shown that if one expands the primary
fluid in a reversible adiabatic process and uses the work to

compress the secondary fluid in a reversible adiabatic process

and then mixes the two fluids by simple mixing, then a maximum

value of Pom is achieved if the pressures are equalized before

mixing. The value of this maximum pressure, Pom, is van given

by Equation (15) and shows that conserving kinetic energy is the

optimum that can be achieved by the use of isentropic machines in

the nonflow case.
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Having determined a number of limiting pressures it is of

interest to determine the minimum total pressure of the mixed

flow which gives a thrust augmentation of one for various

conditions.

5.4 TOTAL PRESSURE NEEDED FOR THRUST AUGMENTATION

The overall efficiency of an aircraft engine is defined as

the power out (thrust, T, of the engine times the flight

velocity, Vf) divided by the heat rate, Q, supplied to the

engine:

TV f KE. TVff 3 f n • n (22)
OA - th PR

3

As shown in Equation (22) the overall efficiency, nOA, is

the product of the engine efficiency, nth, and the propulsion

efficiency, nPR. (1th = AKEj/Q and nPR = TVf/AKEj where AKEj is2 2
the increase in jet kinetic power, 1/2mp(Vjp-Vf)). If the thrust

of an engine is augmented while holding the flight speed constant

and engine heat rate fixed (which is the case of the mixer) we

see from Equation (22) that

nOA 2  2A= - = 0 (23)

nOA 1  T1

where subscripts 2 and 1 refer to augmented and unaugmented

values, respectively.

Hence, the ratio of overall efficiencies is equal to the

ratio of thrust (the thrust augmentation, T). Equation (23) is

valid even if nPR is unchanged but nth is changed. This can

happen, for example, if the jet velocity and Q are fixed but the

mass flow is increased (decreased) because 7th is increased
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(decreased). (Note that we are concerned with a given engine in

combination with a mixer and, therefore, the heat rate, Q, is

fixed). From Equation (22) we see that nOA can increase because,

either nth increases or nPR increases or both increase. If the

kinetic energy decreases, nth will decrease but nOA can still

increase if npR is sufficiently increased (e.g., as happens ;ith a

turbofan).

For the case of a mixer we have for complete expansion to

atmospheric pressure:

T2  m (VjM - Vf (
m=(24)

T mp (Vp - Vf)

where VjM is the jet velocity of the mixed flow, Vjp is the jet

velocity of primary flow without the mixer and Vf is the flight

velocity.

If we set the thrust augmentation to one we can solve

Equation (24) for the jet velocity ratio:

V JM m sV f m+ p (25)
V P TV. V mm

Now for an ideal gas with constant specific heats we have for the

jet velocity ratio:

Vim~ ~ T mI_(amb) y-
om -- (26)

1 amb) 
y
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If we combine Equations (25) and (26) we can solve for Pom/Pos:

om amb op ms fPor P 1- -- V +rn

os os Tam ( m Vjp

(27)

F ( b ps Y-

. we assume that Pos is the isentropic stagnation pressure

resulting from the flight velocity then:

T_ P

T a-- - _( 2 8 )

1 ( amb os Y
os Pop

and

P amb =2 2 M 
(29)

Clearly, in view of Equations (27), (28) and (29) we see

that

Pm _ f M2 - (30)
os T p

s Ps m
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An explicit expression will be derived in the next section.

Equations (27) through (29) were solved and P om/Pos was plotted

versus M. on Figure 14 for Pop /Pos and T op/T = 3.7. The

curve parameters is mp /m . If the mixed total pressure is greater

than the value, read off the appropriate curve of Figure 14, then

the thrust augmentation would be greater than one.

The data for Figure 14 can be used to draw lines on a T-s

diagram where 4 = 1, as shown in Figure 15. We have also shown

the locus of states for reversible mixing (Equation 12), constant

kinetic energy (Equation 15), simple mixing (Equation 21) along

with the values for 4 = 1 at the indicated Mach numbers. We have

only shown supersonic flight Mach numbers, but the subsonic curves

would lie between the M = 1 and M = 2 curves or just slightly to

the left of the Mach one curve. The peaks of the curves of

Figure 14 are just slightly subsonic, like M = 0.85.

Since T om/T is fixed for a given mass flow, we have shown

lines of constant m p/mm on Figure 15, which are, or course, hori-

zontal lines on the T-s diagram. If the total pressure out of a

given mixer lies between the reversible mixing curve and the

constant kinetic energy curve, both nth and nPR would be increased

in Equation (22). If the total pressure lies between the

constant kinetic energy curve and the appropriate 4 curve for the

flight Mach number, then nth decreases but nPR increases suf-

ficiently to give a thrust augmentation greater than one. If the

total pressure lies to the right of the appropriate 4 curve for

the flight Mach number, then the thrust augmentation is less than

one and the overall efficiency will have decreased.

In the next section we will generalize the thrust augmenta-

tion curves for any mixer in terms of the efficiency of the

mixing process.
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REVERSIBLE MIXING
CONSTANT KINETIC ENERGY
SIMPLE MIXING
ALSO: THRUST
AUGMENTATION OF
1 FOR INDICATED
MACH NUMBERS

P/Pos = 10 8 6 4 3 25-

0 IX IV 4

1Jz 415.

2-

0 I2 3 4 5

As/R
Figure 15. T-s Diagram for P op/P = 6 and T op/T = 3.7, Showing

States for Reversible Mixing, Constant Kinetic
Energy, Simple Mixing, and Thrust Augmentation of 1.
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5.5 THRUST AUGMENTATION AS A FUNCTION OF MIXER EFFICIENCY

When the velocity of a fluid is achieved in an isentropic

flow, we can relate the velocity to the temperature as

V = 2CpT ° 1 - T(31)
0

In view of Equations (31) and (24), we have for the thrust

augmentation

Tm -1 Tamb
m T T T

Os om 0 (32)

;m Tamb
OP P - _.
os T Tos

op

Using the energy equation and the well-known isentropic

relationships, we can show:

1 + o y
T m Os M y - M o

@ m os m (33)

m y - 1 1TTM

We can relate the total pressure to the efficiency based

on availability by using Equation (A-34) of Appendix A and

the energy equation:
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P
om = Exp (D- N) (34)

P
os

where

mP - Tn + in (35)

D= - m LTjos Ts j m(

and

Y T 1; T m

Oi ln op O_ (36)
; "Ts "m s m

Of course the bypass ratio, s /m p, is easily determined from

either of the other mass flow ratios.

We have used Equations (33) through (36) to construct

Figures 17 and 18, which show thrust augmentation versus Mach

number. In all of the three figures, Pop/Pos is 6 and T op/Tos

is 3.7. The page parameter is the bypass ratio, ms/mp, which

is 14.9, 5, and 2 on Figures 16, 17, a-d 18, respectively. Each

of the figures has the efficiency as the curve parameter; 100

percent efficiency is, of course, reversible mixing. Since both

of these pressures are independent of the flight Mach number,

they correspond to only one value of efficiency on a given

figure; e.g., the ideal turbo-fan corresponds to about 80 percent

efficiency on Figure 16.

From the figures we see that the highest thrust augmenta-

tion occurs at subsonic flight Mach numbers for the higher
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efficiencies. The lower efficiencies, however, have higher

thrust augmentations at the higher Mach numbers. In Figures 16,

17, and 18 the pressure ratios and temperature ratios are held

constant and no attempt was made to model these parameters to fit

actual engine performance as a function of flight Mach rumber.

We plan to do this as part of our future work.

There is still one limit value of pressure that can be

determined with the aid of Fanno lines generated for the mixed

flow.

5.6 MINIMUM TOTAL PRESSURE FOR A GIVEN BYPASS RATIO

If the exit flow is completely mixed, as we have assumed,

then we can evaluate a minimum total pressure that is consistent

with the mass flow ratio or bypass ratio. Fanno line flow is

developed from considerations of only the continuity and energy

equations for a constant area channel. The mass flow parameter,

G (the mass velocity) is defined as

G £m (37)

For a given geometry and given states of primary and secon-

dary fluids, the value of G is fixed as soon as the total mass

flow, mn is known. Of course, the total temperature is deter-

mined by knowledge of the mass flow. Thus, we can immediately

construct a T-s diagram for the given conditions. Such a T-s

diagram is sketched on Figure 19 for values of T op/Tos of 3.7

and P /P of 6. If we know the geometry (e.g., as in the case

of the ejector of Figure 1) we could also determine a value of

Ms (inlet secondary Mach number) required to give the mass flow

ratio under consideration. Thus, we have indicated values of

Ms on Figure 19 that might be valid for a particular geometry of

the type shown on Figure 1. For any given flow rate, two values

of Ms are valid: one subsonic, and the other supersonic.
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MS/MP=14.9 TOP/TOS=3.7 POP/POS=6.0
5.0 ....... STRAIGHT MIXING

"------ IDEAL TURBO-FAN

4.0

z

~3.0 00

0

2.0

1.0

0.00 1,00 2.00 3.00 4.00 5.00
FLIGHT MACH NUMBER

Figure 16. Thrust Augmentation as a Function of Flight Mach
Number for a Bypass Ratio of 14.9. Curve
parameter is efficiency.
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Figure 17. Thrust Augmentation as a Function of Flight Mach

Number for a Bypass Ratio of 5.0; Curve Parameter
is Efficiency.
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Figure 18. Thrust Augmentation as a Function of Flight Mach

Number for a Bypass Ratio of 2.0; Curve Parameter
is Efficiency.
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As an example, on Figure 19 we have labeled a value of

T /T that corresponds to a value of Ms = 0.6 (or Ms = 1.52).

The intersection of this particular temperature line and the

straight line joining the primary and secondary stagnation con-

ditions gives the state for reversible mixing.

If we drop an isentropic (vertical) line from this stagna-

tion state for reversible mixing we can find the two intersections

with the appropriate Fanno line. We have shown these intersec-

tions as small circles on the T-s diagram of Figure 19. The

intersections represent the static properties of the flow that

correspond to the given flow rate and the stagnation conditions

of the mixed flow. Of course, the flow on the upper branch is

subsonic and that along the lower branch is supersonic.

We have also indicated a pair of points connected by a

dashed line which represents a normal shock. These points repre-

sent the pair of solutions that can be obtained for the ejector.

Isentropic lines connecting these points to the appropriate total

temperature gives the stagnation states which correspond to the

two solutions.

Additional dissipative mechanisms (such as friction) would

move the resulting solutions to the right (increasing the

entropy) on the T-s diagram. As is well known, there is a limit

to the dissipation that can take place without decreasing the mass

flow. At this limit point, the mixed flow Mach number is one.

The intersection of the isentropic line drawn from the limit

point to the appropriate total temperature gives the minimum

value of the total pressure that is consistent with the exit area

and the mixed flow mass-flow rate.

The value of this minimum total pressure can be found in

a straightforward manner. The value of the mass velocity can be

written in terms of Mach number and stagnation conditions:
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(R o 2 l m$ ) 2 ( (-1)

Thus, for the mixed flow at the point where the :Iach number

is one:

P m+i

G - mino (39)

or

= f(y,R) •(0om 43)

Now

P * .*

om A m
f(y,R) m m 4o o m _-

ITo A rn A m A
Vm P p p

We have assumed the Pop is high enough that the primary

nozzle flows full. Therefore, an equation similar to

Equation (40) is also valid for the primary flow when the Mach

number is one at the nozzle throat. Using this condition ar_ can

easily obtain:

p m *
om mA P T /T

mmin = • -2 (42)

os p A os op os os
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In view of the energy equation

Pommin m A POP m m Tos-~ + 1 - (43)
P mA P

os p os mT

Thus, the minimum pressure can be determined immediately

from the geometry and the stagnation conditions once the mass

flow ratio is given. If the dissipative processes required a

Lower pressure than the value given by Equation (43) the fiow

would choke and the mass flow ratio would be reduced. For the

case of a constant area ejector the inlet Mach number of the

secondary flow would be reduced.

Figure 20 shows the results of calculations for a cor:stant

geometry ejector. The conditions are shown on Figure 20 for

which the curve was constructed. We show the total pressure

resulting from reversible mixing, Equation (12), constant kinetic

energy, Equation (15), straight mixing, Equation (21) and the

minimum possible total pressure Equations (43) for the indicated

secondary Mach number.

We have also shown results from our computer program for

constant area ejectors with friction. We have shown both solu-

tions for two values of f(L/D): 0 and 0.1.

The significance of the minimum pressure curve is apparent

for the value of f(L/D) = 0.1: both branches terminate on this

limit curve where the mixed flow is Mach one. The same is true

for each of the other supersonic branches that terminate on the

minimum pressure curve: the subsonic branch also terminates at

the same point. Each value of Ms represents one Fanno line for

the mixed flow. Thus, if a value of Pom greater that Pommin is

achieved at some value of Ms we could increase the length of the

mixing tube, thereby causing the value of f(L/D) to increase,

until the minimum pressure is reached, at which point the flow
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would be choked. On the other hand, if we could reduce the

length and still have the flow completely mixed we could increase

the total pressure. This increase would terminate on one of the

two branches for which f(L/D) = 0.

If the mixed flow is subsonic the operating point is uni-

quely determined by the back pressure for the appropriate f(L/D).

Referring again to Figure 19 we can determine a value of the

back pressure for which the flow must be supersonic. Since the

Fanno line represents the locus of all possible static states

that are consistant with the area and Ms (or mass flow ratio) we

can determine the minimum static pressure that is consistent with

subsonic flow at the point where the Mach number approaches one.

This limiting back pressure is also indicated on Figure 20. If

the back pressure is below this curve in the shaded region the

exit flow must be supersonic. Since we are concerned at this

time only with a configuration like Figure 1 the inlet secondary

Mach number must be equal to or less than one.

Clearly, in an experiment we could set the back pressure low

enough to insure supersonic operation. However, as stated

earlier, this boundary condition can not by itself enable us to

determine the operating point since the mixed flow is supersonic

and the exit pressure does not have to match the back pressure.

Of course in a flying ejector we would want to adjust the flow

through a suitably designed diffusor or nozzle in order to match

the back pressure since this would optimize the thrust.

However, no matter how well we design the exit diffusor or

nozzle we can not improve the performance of the ejector: we can

in fact only lower the value of the exit total pressure. The

operating point on the supersonic branch is not determined by

either the back pressure or the exit diffusor (or nozzle design).

It is in fact uniquely determined by the inlet conditions as

discussed in the next section.
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SECTION 6

DETERMINATION OF THE SUPERSONIC OPERATING POINT

Fabri and Siestrunck 3 in 1958 presented the results of an

extensive study of air-to-air ejectors with high pressure ratios

in which the primary air flow is supersonic. Although they were

primarily concerned with jet pumps they presented a theory that

was in good agreement with their experimental results for the

predicted rates of induced mass flows if the mixing tube is long

enough and the geometric configuration of the set up is similar

to the theoretical one. Thus, even though our application is

vastly diferent we can use their approach to determine the

operating point on the supersonic branch.

For the case of supersonic mixed flows and a supersonic

primary flow Fabri and Siestrunck 3 state that the inlet flow pat-

tern is similar to that shown on Figure 21. This flow pattern

represents the case where the inlet pressure in the primary flow

exceeds the inlet pressure of the secondary flow. Therefore, the

primary flow must undergo an additional expansion in the entrance

region of the mixing tube. The case where the two inlet

pressures match is a limiting case and therefore can be deter-

mined from this analysis. Since the expansion takes place very

quickly in the entrance region the flows will remain unmixed and

the slip line between the the primary and secondary flow is shown

as a double line emanating from the primary nozzle. (The double

line was originally drawn by Fabri and Siestrunck 3 to account for

the wake effect due to the wall thickness of the primary nozzle

which they could not neglect since they were working with very

small ejectors. We will neglect the effect in our analysis since

it can be accounted for in a simple adjustment of the area ratio.)

If one considers the case where the primary inlet pressure

is less than the secondary inlet pressure, there would be a shock

in the primary fluid immediately at the entrance that increases the

pressure in the primary fluid. This requires the slip line at
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the nozzle lip to turn inward. Thus, the secondary flow sees a

minimum area at the inlet and the inlet secondary Mach number

will be Mach one for the supersonic mixed flow case because of

the flow pressure in the mixing tube required for the supersonic

branch. (If this were not the case the pressure in the secondary

flow would increase after the flow entered the mixing tube and

this requires a still further shock compression in the primary

flow which eventually would lead to a breakdown of the supersonic

flow in the primary jet. This breakdown would lead to a sub-

sonic mixed flow.) The case where the pressures are equal is

again a limiting case. But the inlet Mach number is always one,

including the limiting case.

These arguments do not hold if a throat is placed in the

secondary stream ahead of the inlet since the secondary flow

could then be supersonic when the pressures were matched at the

inlet.

The continuity and momentum equations can be written for

the control volume shown on Figure 21. The supersonic primary

flow expands and the Mach number increases to station e. The

subsonic secondary flow also undergoes an expansion and the Mach

number increases until it reaches Mach one at the station e; in

fact, this is the criteria by which we select the station e. The

method of characteristics would be required to study the supersonic

primary flow. However, the good agreement with experiment

obtained by Fabri and Siestrunck shows that it is adequate to

treat both flows by simple one-dimensional isentropic equations.

Since the secondary Mach number is one at station e we can

write for the constant area channel.

A + A* APe s
(44)

A A
p p
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or

A p A As  As-
-- --T - -" -- (45)

Ap Ap Ap As

Using the well known isentropic flow equations for the area

ratios we have

1 1

Y-1 (46)1 -p 2 -2 ep  A p A p s 2 2 Ms(6

Mep

The isentropic relationships for the pressures can also be used.

P Pop ( 1
-

-l- M*2.) y (47)

and since Mes I

=es = (48)

using the momentum equation along with the isentropic relations

and the fact that Mes = 1 enables one to derive the following

equation.
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,2 ,2 1

1 ep p +s os ) 2-i
. * A P M 2

ep p p op 2

(49)

A computer program was written to solve these equations for
| *

a given geometry which fixes Mp. The continuity equation,

Equation (46), was solved for Mep for given choice of Ms . These

values were then used in Equation (49) to de-ermine the value of

Pos/Pop that was consistant with the choice of Ms . In this way

the curve shown on Figure 22 was constructed for the geometric

values (including Mp) shown on Figure 22.

In Figure 22 we show the total pressure required to achieve

the value of Ms . Since the geometry is fixed the value, of the

mass flow ratio is determined by Ms and we can use the mass flow

ratio and the values of Pop/Pos to determine the various limit

lines that we have previously discussed. These are also shown

on Figure 22. Finally, we have also shown the total pressure

achieved by the mixed flow on the supersonic branch.

When M* = 1, it is clear from Equation (46) that M* =M*
5 ep p

since the right side of Equation (46) is simply A /A* (note Ap
pp p

A - A).
s

If we solve Equaticr. (49) for P Op/Pos for the conditions where

M*= 1 and M* = M*, we obtain the indeterminate form of zero over
s pe p

zero. However, using L'Hospital's rule, we can show that the value

of P /P is related to M*:Op Os p

POPi- -Y-1 *2" Y-1
POS P_ (50)

Since M* = 1 when equation (50) is valid, it can be shown,
5

using the isentropic relations for pressure, that P lp Pls at

this condition also. This is indicated on Figure 22. Fabri and

Siestrunck refer to this condition as saturated flow.
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Dr. Morton Alperin has pointed out8 that there may also be

a point where M* is less than 1 and Pip = Pls The value of M*

at which this occurs depends upon M* and the geometry.
p

For still lower values of the pressure ratio, the inlet

static pressure of the primary flow is lower than the static

pressure in the secondary flow. Thus, the primary fluid experi-

ences shocks within the mixing tube as indicated on Figure 22.

Finally, we reach the point where a normal shock stands in the

exit of the primary nozzle and for lower pressures we would have

subsonic primary exit flow into the mixing tube.

It is of value to consider the following thought experiment.

If we assumed that we have value of P /P = 100 for the ejector
op os

of Figure 22, we see that M* = 0.55. With this value of P /P
5 op os'

suppose that we set the value of the back pressure such that the
value of M* is 0.1 and the mixed flow is subsonic. As we lower

s
the back pressure, the value of M* increases toward 0.55. (For an

Sexample of how back pressure affects M*, see Figure 9.) When we

reach M* = 0.55, a further reduction in back pressure would require

a higher value of M* and consequently, a higher value of n /Ap
5 3 s p.

The experimental work of Fabri and Siestrunck show definitely

that this will not happen. Rather, the flow will make a transition

to the supersonic branch, and from then on it will be independent

of the back pressure. Thus, we can determine the value of the

transition back pressure from the subsonic branch by evaluating

the back pressure at the same value of M* at which the supersonic
s

branch will operate.

We can use the kinds of information shown on Figure 22 to

construct a graph like that shown on Figure 23. We have chosen

various area ratios and plotted the efficiency versus the mass

flow ratio achieved for values of other parameters shown on the

figure. Each curve terminates at the point where the value of

M* first reaches Mach one. The points are indicated by the hack
s

marks on Figure 23 along each area ratio curve- Now it is clear

from Figure 23 that the maximum efficiency is achieved for a

given mass flow ratio with the smallest diameter tube operating

at a value of M* = 1.
s
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SECTION 7

SUMMARY AND RECOMMENDATION

The results of our study have shown:

3) The supersonic branch can be achieved at subsonic,

secondary inlet Mach numbers.

2) The extremely high values of efficiency obtained on both

solution branches can be explained by the observation that the

constant area geometry is a sufficient conditon but not a necessary

condition for deriving the set of equations used for analyzing an

ejector.

3) Since the constant area condition is nc a necessary

condition, it explains why some of the solutions obtained with the

equations could not be achieved in an ejector.

4) Since the constant area condition is a sufficient con-

dition for deriving the set of equations, all of the physically

possible operating points (which conform to the assumptions) for

an ejector will be included in the set of solutions.

5) The Fabri and Siestrunck 3 inlet condition uniquely

determines the single operating point for a given ejector that

can be obtained on the supersonic branch with M <1.S-

6) The back pressure at which the supersonic solution is

acquired can also be determined.

7) Operation at values of M. 1 can be forced by the presence

of a throat in the secondary flow before the inlet.

8) The optimum efficiency for a given mass flow ratio occurs

when Ms = l and the mixing tube has the smallest area consistent

with the mass flow requirements.

9) Limit lines were established for generalized mixers.

These limit lines include:

Reversible mixing;

Constant kinetic energy;
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Simple mixing;

Minimum total pressure.

10) Methods were shown for constructing T-s diagrams which

show the limit lines and the stagnation states required for thrust

augmentation at given flight Mach numbers.

11) Generalized thrust augmentation curves were constructed

using the efficiency, based on availability, as a parameter.

12) The analysis presented will enable the complete deter-

mination of performance of an ejector when used for thrust augmen-

tation. Thus, we are now in a position to determine realistic

estimates of the upper performance limits of ejectors for thrust

augmentation over a wide range of flight conditions.

We therefore make the following recommendations for future

work:

i) The current ejector investigation be extended toward

establishing a theory and analysis of the upper bound of ejector

performance obtainable with the "second solution." Obtain upper

limits of ejector thrust augmentation characteristics over

various flight, altitude regimes and bypass ratios, and compare

them with turbofan engine performance characteristics.

2) Based on the analytical results achieved in 1), we would:

a) Conduct theoretical studies of new methods of

achieving high performance ejector devices that are characterized

by compactness, light weight, and high efficiency; and

b) Outline the methods to be used in an experimental

verification of the theory that would define the fundamental

limitations of constant area ejectors operating with supersonic

mixed flow.
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APPENDIX A

COMPRESSIBLE FLOW EJECTOR ANALYSES FROM REFERENCE 7
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COMPRESSIBLE FLOW EJECTOR ANALYSES

In this section we present a compressible flow analysis of

an ejector for both constant area and constant pressure. Both

problems can be solved in closed form if the fluids are assumed

to be ideal gases. However, the solutions are somewhat complex

and, therefore, computer programs were developed to obtain solutions

over a wide range of parameters for a number of combinations of

fluids.

We will first present the constant area analysis, then the

constant pressure analysis, and finally some results from the

computer runs.

Constant Area Analysis

A schematic of a constant area ejector is shown on Figure A-1.

Also shown is the control volume used in the analysis.

At station 1 the flows are completely unmixed and each flow

is assumed to be uniform and parallel. Station 1 is located at

the exit plane of the primary nozzle. The exit area of the nozzle

is A and the area occupied by the secondary flow at station 1p
is A . The exit area, A, at station 2 is the sum of the areas:

A = A + A (A-l)
p s

Station 2 is assumed to be located far enough downstream

from station 1 so that complete mixing has taken place and the

flow is uniform and parallel.

For the control volume shown we can write the continuity,

mementum, and energy solutions:

mp + ms = mm (A-2)

PmA -P pAp - PlsAs + 27rLT -I (Vp -V) + ms(Vs -V) (A-3)
v2

mph + mh m (h +m) (A-4)pop s os M m
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In Equations (A-2) to (A-4) m is the mass flow rate and the sub-

script designates the primary flow at station 1, s designates the

secondary flow at station 1, and m the mixed flow at station 2.

In the momentum equation, P is the pressure and V the velocity;

r is the radius of the tube at station 2 and Z is the distance

between station 1 and 2. The pressure Plp does not have to be

equal to P1 s since the primary nozzle will be a supersonic nozzle

in the applications of interest.

In the energy equation h and h are the stagnationop os
enthalpies of the primary and secondary flows, respectively, and

hm is the static enthalpy of the mixed flow.

The mass flow rates of both the primary and secondary flows

can be adjusted at will by controlling the stagnation conditions.

Thus, in view of (A-2), all mass flow rates are known.

Of course the uniform flow assumption allows us to write:

PipApVp mp (A-5)

pisAsVs (A-6)

PmAVm (A-7)m m m

Hence, from the known geometry of the nozzle and ejector we

can obtain V and V5 if we assume an isentropic expansion from thep s
known stagnation conditions for the flow in the primary nozzle and

for the secondary fluid.

Consequently, the only unknowns in equations (A-3), (A-4), and

(A-7) are Pm' hm' pm and V . However, we also know an equation of

state:

Pm f(hm, p) (A-8)

If conditions are such that condensation of the primary
vapor occurs in the ejector, an iterative procedure would be

required to obtain a solution since Equation (A-8) would not be

simple. However, for many cases of interest, it will be
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satisfactory to assume ideal gas behavior between station 1 and 2

for both the vapor and the secondary gas. (It is not required

that the primary gas expand as an ideal gas in the nozzle).

In the remainder of this section we will assume that the

gases are ideal gases with constant specific heats. Thus, we

can write:

h = CpT (A-9)

and

P = pRT (A-10)

where C is the specific heat at constant pressure and R isp
the gas constant for the particular gas. For the mixed flow at

station 2 we have:

h= T (A-1)

P pmRmT ' (A-12)

Combining (A-12) and (A-7) yields

mR; m Rm
Pm A T (A-13)

m

(note that Equations (A-13) and (A-11) could be combined to form

an equation in the form of Equation (A-8) is desired).

We can obtain the following two equations from the momentum

and energy equations:

mmRm
A TmA (PIpA + P A - 27rZT)
AV m ls s

(A-14)
mp(V -V) + ; - V)
p p m s m

V 
2

h + hos -m(Cpm +  (A-15)
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Now R m can be determined from the following simple mixing
formula for an ideal gas.

R = ;m R + ; R (A-16)

Thus, (A-14), (A-15), and (A-16) can be combined to obtain a

closed form solution to Vm , Tm and R . From Equation (A-14)

1 +_ r V
Tm = R [(pp + P A s-

m m (A-17)

+ mp (V - Vm)V m + ms(Vs - Vm)Vm]

while from Equation (A-15) and (A-9) we have

C0mps m V2

T = pT + .T - m(A18)
= Cp mm op Cp m os -C (

pm in pi

Substituting for T in Equation (A-17) from Equation (A-IS) and

dividing by Tls yields

p Cs m T os i os

Cpm T Tos TIs pmm Tls 2CpmTos Tls

A A PA AP
jf.2.-.2 + -x _ 2 zis V

L\P P A A Plsr mT s m

+ v 2

mPVp V + ;m-T1 V - R s  i
nmRm T s ins fm mm s

(A-19)

Equation (A-19) is a quadratic equation in Vm and can, there-

fore, be solved since all the quantities in the eauation are known

once the geometry and stagnation conditions are known.
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Of course, a suitable estimate of the shear stress, T, needs

to be available. However, for our first estimates we have assumed

that r = 0 (Equation A-19).

The formulas of Table A-i are helpful in obtaining a solution

to Equation (A-19). In Table A-i, W is the molecular weight of the

fluid.

With the exception of the fluid gas constant, R, in equation

T6 of Table A-1, all of the quantities with a bar over them are

ratios of the primary flow value to the secondary flow value. If

we cast each of the terms (excluding Vm) in Equation (A-19) in

terms of these ratios, we obtain the following set of terms which

we designate with C's:

m T 0+ W s  - 2
C1 U + 2 (A-20)

rm+

C2 +) s- M2(A-21)
W2 s

2-c9.
C3 =(P1 A + 1 r (A-22)ils (i + )

2

C4 - 2_ W V---l s 0s (A-23)
m + w

C5 2 (A-24)+ 7s s (-4

C6 = Wm + 1) 2C6 sMs (A-25)

Setting the ratio Vm/Vls = m'we can write Equation (A-19)

in terms of the C's as:

(C2 -C6) V2 + (C3 + C4 + C5) _-C1 =0 (A-26)
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TABLE A-i

USEFUL OTHER EQUATIONS FOR AN IDEAL GAS

ISENTROPIC FLOW

T
T 1 + 1 (A-Ti)
T 2

o --.

p= (1 + 
(A-T2)

1

- (I + L 1 M2 )Y l (A-T3)

p 2 y--
y + 1

A 1 2 (1 + - m1 M 2 y 1 (A-T4)
A * 7 + 1 2 j

T ° 2 M (A-T5)

T 2h 2
0

- yW Wo M (A-T6 )

A R /T 1

(1 + y - I M2)
2

MIXING FORMULA

c xm =C p m + C pm s (A-T7)

CV m = C m p+ C m (A-TB)

R m =R1 s +R- s (A-T9

W m y -i
I+-2 . -

ws mP " y -
m -- p W m , - i(A-70)1

w s mp 7S -1
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TABLE A-1 (Concluded)

USEFUL OTHER EQUATIONS FOR AN IDEAL GAS

r [Y p~ -y p -1)/[y S/Y ) (A-Tll)

C /C /i

C /cps (Fm + w)/f( ( + 1)](A1)
pm ps-1

Rm/Rs = + + 1)] (A-'r13)

C pp 1 /C prt m Pi(Pm + W)(A-'r14)

PP p 4 Rm m M+(AT5
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If we evaluate Equation (A-6) for the secondary flow rate and

the primary flow rate, we can show that

y +1 y +1

m/~P 0  2 (y p-) (Al), + M 2) 2(ys-l) (A-27)
M / 2 '\ - I

In Equation (A-27) we have assumed the primary nozzle is

chocked. The value of Ms can be controlled in an experiment by

adjusting the back pressure on the ejector at station 2 for a

given value of Pos Thus, we have used Ms as our independent

variable in our computer calculations. A geometry, pair of fluids,

and stagnation conditions are chosen and Equation (A-27) is solved

for m (or we hold m fixed and calculate A) for various values of

M s . Equations (A-20) through (A-26) can then be solved for each

value of Ms . Once V is determined, either Equation (A-27) or

(A-28) can be used to determine T m . The density and pressure can

be determined by Equations (A-7) and (A-13). Therefore, all of

the properties at station 2 are completely determined.

Ejector "Efficiency"

Many definitions of ejector efficiency can be made and

found to be useful. Some of them, however, are pseudo efficiencies

since they can be greater than one under certain conditions of

operation.

For our purposes we have calculated at this time four

pseudo efficiencies. Each is briefly discussed below.

The first pseudo efficiency that we have considered is based

on the thermodynamic availability, p, of the primary vapor and

the availability of the mixed gas and vapor leaving the ejector.

If we neglect potential energy terms we have, in general, for the

availability of a fluid in steady flow:

=h - hR - T (s - s) (A-28)0 R R R
where hR is the reference enthalpy and sR is the reference entropy

and h0 is the stagnation enthalpy of the fluid (therefore, it
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includes kinetic energy) and s is the static entropy of the fluid.

Ordinarily, the reference values would be evaluated at atmospheric

pressure and temperature; however, for our purposes we will evaluate

the reference values at the stagnation temperature and pressure of

the secondary gas. This insures us that the secondary gas will

have zero availability before mixing and that all the availability

results only from the primary flow.

For an ideal gas with constant specific heats, we have:

h - hR = CP(T° - TR) (A-29)

and since the entropy can be found from the isentropic stagnation

conditions, we have:

s-sR= C P k.n ( 0- R 9,nG20 (A-30)

Therefore, we can write for the general case

:CTR - ( )- )n (A-31)

Evaluating Equation (A-31) for the primary flow and the

secondary stagnation conditions for the reference state, we have

op = c Ts Tos- i - kn [TOP os Yp (A-32)

and for the mixed gas we have

(T T fP Ym

To M 1 - Xn T o s (
m s [ 0 om' on. A-33)
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Thus, the efficiency based on availability, n av' is

mYm-
T om 1 - n To__m( s Y

m mpm os Tos om(A-34)
mYav mCpp (A-34)

T

T T P

Since all the quantities in Equation (A-34) are known from

the previous calculations, we can determine nav' and it is a true

efficiency for the ejector if primary and secondary gases are the

same, but a pseudo efficiency if not, since we neglected the

availability due to disimilar gases.

In the other pseudo efficiencies that we have looked at, we

d'ivide the enthalpy change of the mixed flow for an isentropic

expansion from the stagnation conditions of the mixed flow to the

secondary stagnation pressure, P , by three different changes in

enthalpy of the primary.

In the first case, we use the change in the enthalpy of the

primary for an isentropic expansion from the primary stagnation

conditions to the secondary stagnation pressure.

_ n~m (horn hm Ps
p h- @ps) (A-35)

pos - p (hop - h@Pos )

In the second case we use the change in the enthalpy of the

primary for an isentropic expansion from the primary stagnation

conditions to the static pressure, Plp at the inlet to the ejector.

Sm m (hom -hm @Pos)
pl p  N p (hop - h@Plp-

75

-I



Finally in the third case we use the change in the enthalpy

of primary for an isentropic expansion from the primary stagnation

conditions to the secondary stagnation temperature.

x m (hom h@s
S m om m@ (A-37)
p op @Tos

Under certain conditions the "efficiencies" in Equations

(A-35) to (A-37) can be greater than one and, therefore, they are

not true efficiencies.

Constant Pressure Analysis

For the constant pressure case, the momentum equation takes

a very simple form if we neglect shear stress:

m (V - V ) + ; (V - V ) = 0. (A-38)

Equation (A-38) can be immediately solved for V . Using the same

notation as for the constant area case we obtain the result:

V - (A-39)
m r+l

The temperature can be found from the energy equation,

Equation (A-18), which is also valid for the constant pressure case.

The pressure is, of course, equal to the inlet value, therefore

Equation (A-13) can be solved for the exit area. Thus, a complete

solution can be found for constant pressure which is simpler

than the constant area case. The efficiency definitions can be

used for either the constant pressure or constant area case.

Computer Results of Ejector Studies

A large number of comptuer runs have been made for various

combinations of fluids and geometries. Data for the runs presented

in the main body are presented in this section.
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The first set of data is presented for air driving air in

the constant area case. The mass flow ratio was set to 0.1. All

of the tables present the tabulated computer results used to plot

Figures 2 and 3 in the main body. The first column contains the

secondary Mach number, Ms, which is taken as the independent variable.

The second column is P ls/Pos (because of lack of space, it is

labeled PlS/ and the third column is the temperature ratio

T ls/T os). Each of these values are obtained from Ms using isentropic

relations. The exit area of the primary nozzle is chosen to match

the pressure of the primary to the secondary. This sets the value

of the primary Mach number, Mp (located in column 10) and enables

one to find Tlp/Top and Plp/Pop (located in columns 11 and 12).

Column four gives the ratio of the primary velocity to the

secondary velocity V /Vs and column five gives the ratio of the
p 4

mixed velocity to the secondary velocity.

Column six gives the mixed flow Mach number. Column seven

is the pressure ratio P m/Pos and column eight is the temperature

ratio T m/T os. The gamma value of the mixture is given in column

nine.

Column thirteen gives the area ratio A /A required to match
p S

the exit pressure and column fourteen gives the value of A/R*.
p

The last four columns give the three efficiencies discussed

in this Appendix and the entropy increase.
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CONSTANT AREA CALCULATIONS

SUBSONIC BRANCH
PRIMARY VAPOR AIR SECONDARY GAS AIR

PR- 6 000 Tit 3 700 GPuI 460 GS-I 400 WR= I 00f VPz 2O0 VS= 29 00
K PIK S= 0 100

MS PIS r  TIS/ VP!VS VNIVS mm PI/ THi G MP TIPITOP PIPIPOP APIAS AIAP' EFPOS EFTOS EFAVL SP
0 0500 0 998 1 000 54 485 1341 0 060 016 1245 1 400 103 0 599 0 166 0 004 363 038 0 05 0 03 0 180 0 40
0 !008 0 993 0 998 27 293 1 316 0 118 1 024 1 242 1 400 1 83 0 598 0 166 0 008 183 073 0 09 0 05 0 206 0 401
1 1500 0 984 0 996 1 252 1295 0 174 1027 1 238 400 114 0 97 0 164 0 012 123 455 0 13 0 07 0 229 0 4?
0 2001 0 9?2 0 992 13 748 1.277 0 229 1 025 1.233 1 400 1 85 0 595 0 162 0 016 93 931 0.16 0 09 0 250 0 4t4
* 2500 0 957 0 968 11 059 1 261 0 283 1.017 .26 1 400 1.86 0 592 0 160 0 020 76 449 0 19 0 10 0 269 0 443
0 3000 0 939 0 902 9 277 1 247 0 331 1 004 1.218 1 400 I 87 0 589 0 157 0 024 64 996 0 21 0 12 0 215 0 433
0 3506 0 919 0 976 1 013 1 234 0.381 .907 1 209 1 400 1 88 0 585 0 153 0 028 56 994 0 24 0 13 0 300 0 424
0 4000 0 896 0 969 7 073 1 224 0 440 .966 1.199 1 400 1.90 0 581 0.149 0 031 51 156 0 26 0 14 0 312 0 417
0 4500 0 070 0 961 6 349 1 214 0 492 0.942 1 180 1 400 1 92 0 576 0.145 0 035 46 66 0 27 0 15 0 323 0 410
0 5000 0 843 0 952 5 775 1 206 0 543 0 914 1 176 1 400 1.94 0.571 0 141 0 038 43.391 4.29 0 16 C.333 0 404
0 5500 0 014 0 943 5 311 1 200 0 594 0.804 1.163 1 400 1 96 0 565 0 136 0 042 40 780 0 30 0 16 0 341 0 399
0 6000 0 784 0 933 4 920 1 94 0 645 0.152 I 150 1 400 1.99 0 559 0 131 0 045 38 731 0 31 0 17 0 348 0 395
0 6500 0 753 0 922 4 609 1 190 0 697 0817 1 135 1.400 2.01 0.553 0 125 0 048 37 127 0 32 0 18 0 353 0 392
0 7001 0 721 0 911 4 339 1 181 0 750 0 781 1.120 1 400 2.04 0.546 0 120 0 051 35.81 0 33 0 10 0 357 0 309
0 7500 0 689 0 199 4 106 1 110 0 064 0 742 1.103 1.400 2.07 0.539 0.115 0 054 34 920 0.33 0.10 0 361 0 307
0.8001 0 656 0 887 3 909 1,194 0.864 0.699 1.084 1 400 2.10 0 531 0 109 0 057 34.222 0 33 0 18 0 363 0 386
1 1500 0 624 0 074 3 736 1 220 0.942 .643 1 058 00 2,13 0.524 0 104 0 059 33 727 0 34 0 10 0 364 0 385
0 9000 MIAGINARY SOLUTION

0 1500 IMAGINARY SOLUTION
1 0000 IIAGINART SOLUTION

1 0500 IMAGINARY SOLUTION
I 1000 IMAGINARY SOLUTION

1 1500 0 440 0 791 3 050 0 920 0.911 0.662 1.068 1.400 2.3. 0.474 0.073 0 073 34 044 0 32 0 10 0.356 0 390
1 2000 0 412 0 776 2 974 0 053 0 066 0 691 1.083 1.400 2,40 0 445 0 069 0 075 34 530 0.31 0 17 0 347 U396
S250 0 386 0 762 2 906 0 798 0 032 0.710 1.094 1.400 2.44 6.457 0.064 0.076 35.143 0 29 0.16 0.334 0 403
1 3000 0 361 0 747 2 644 0.750 0.003 0 724 ,10 1.400 2 4t 0 440 0.060 0 078 35 855 0.27 0 15 0 319 0 413

3500 0 337 0 733 2 787 0,709 0,777 0.734 1.111 1.400 2.53 0,439 0.056 0.000 36.673 0 24 0 13 0 399 0 425
1 4008 0 314 0 718 2.735 0 673 0 755 0 740 1 111 1 400 :.57 0 431 0 052 0.081 37.597 0 20 0.11 C 276 0 438
1 4500 0 293 0 704 2600 0 640 0 734 0 742 1.124 1.400 2.62 0.422 0 049 0 082 30 627 0.16 0 09 0 250 0 454
I 5000 0.272 0 690 2 645 0 611 0.716 0.742 1.130 1.400 2.66 0 413 0.045 0 084 39.764 0 11 0 06 0 220 0 472
S5500 0.253 0 675 2605 0 584 0.699 0.738 1.135 1.400 2 71 0 405 0 042 0.085 41.009 0 06 0 03 Q 187 0 49.
S600 0 235 0 661 2.568 0.560 0.683 0 733 1.139 1 400 2 76 0 396 0.039 0 086 42.365 0 00 0 00 0 151 0 514
1 6500 0 211 0 647 .534 0 530 0 669 0.724 1.143 1 400 2.81 0.388 0.036 0.080 43 835 -0 06 -0 03 0.113 0.537

1 7000 0 203 0 634 2 503 0 519 0 655 0.715 1 147 1 400 2.86 0 380 0 034 0 089 45 420 -0 13 -0 07 0 071 0 563
1 1500 0 Il 0 620 2.474 0 500 0 .643 0.703 1 150 1.400 2.#1 0.372 0 031 0 090 47 125 -0 20 -C 11 0 027 0 589
1 6000 0 174 0 607 2.447 0 484 0.631 0.690 1.153 1.400 2 96 0.364 0 029 0.091 48.953 -0 28 -0 15 -0 020 0 618
1 1500 0 161 0 594 2 422 0,468 0 621 0.676 1 156 1.400 3 01 0 356 0027 0 092 50,909 -0.36 -0 20 -0.065 0 647
1 9000 0 149 0 581 2 399 0 454 0 611 0.660 1.159 1.400 3 06 0 346 0 025 0 092 52.997 -0,44 -0 24 -0 11 0 676
1 9500 0 138 1 568 2 377 0 441 0.611 0 644 1 161 1 400 3.11 0.340 0.023 0.093 55.123 -0 53 -0 29 -0 172 0 %10
2.0000 0 121 0 556 2 356 0 429 0.593 0627 1 164 1.400 3.16 0.333 0 021 0 094 57 591 -0 62 -0 34 -A 727 0 743
2 1500 0 I1 0.543 1.337 0.418 0 515 0.610 1.166 1.400 3 22 0.326 0 020 0 095 60 107 -0 72 -0 40 -0 284 0 770
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CONSTANT ARiA CALCULATIONS

SUPERSONIC BRANCH

PRIMARY VAPOR: AIR SECONDARY GAS:AIR
PRt 6 00 TRx 3 766 Gfl.41 GS.I 411 Wa 1.10 WP- 29 00 VS, 29 0

11.1I .52 1.10

MS PISt TISI VPIVS VNIVS MR PHI THI GH RP TIPITOP PIPIPOP APIAS AIAPt EFPOS EFTOS EFAVL SR
0 0500 VIOLATION OF 3ND LAW. REQUIRES NEGATIVE TEMPERATURES

0 1000 VIOLATION OF 2ND LAW: REQUIRES NEGATIVE TEMPERATURES

1 1500 VIOLATION OF IND LAW: REQUIRES NEGATIVE TEMPERATURES
0 200 VIOLATION OF 2ND LAV: IROUIRES NEGATIVE TEMPEJATUIES

6 2500 VIOLATION OF IND LAW REQUIRES NEGATIVE TEMPERATURES

0 3000 VIOLATION OF 2ND LAW: REQUIRES NEGATIVE TEMPERATUIES

1.3500 VIOLATION Of IND LAW FOR ADIABATIC SYSTEm:REOUIRES WORK INPUT AND COOLING
0.4000 VIOLATION OF IND LAW FOR ADIABATIC SYSTERS:EGQUIRES WORK INPUT AND COOLING
0 4501 VIOLATION OF IND LAW FOR ADIABATIC SYSTEMSR:EOUIRES VOPX INPUT AND COOLING
01000 VIOLATION OF 2ND LAW FOR ADIABATIC SYSTEMS:REQUIRES WORK INPUT AND COOLING
0500 06814 0.943 5.311 3.133 1.968 1.217 1.721 1 400 1.96 0.565 0.136 0.042 40.780 0.96 0.53 0 756 0 129
0 6000 0.784 0933 4.921 2.50 1.682 0.272 0.795 1.400 1 99 0.559 0.131 0.645 81 731 1.68 6.37 6,590 0 248
0 6500 0.753 0 122 4.619 2.239 1.311 0.327 0.55 1.401 2.11 0.553 0.125 0.018 37 127 6.51 0.28 0 40 0 315
0 7000 0 721 0 911 4.339 1 958 1 377 0.381 0.93 1.401 2 04 0.546 0 120 0.051 356101 6.42 0.23 0-411 0 352
0 7500 0 689 0899 4.108 1.728 1.265 0.437 0 944 1.400 2.07 0.539 0.115 0.054 34.921 0.37 0.20 0 386 0 372
0.8000 0.656 0.887 3 909 1.532 1.166 0.492 0.979 1 400 2.10 0.531 0.109 0.057 34.122 0.35 0 19 0.370 0 301
0.8500 0.624 0874 3.736 1.348 1.063 0.558 1.016 1.400 2.13 0.524 0.104 0.659 33 727 0.34 0 19 0 35 0 315
09o00 IMAGINARY SOLUTION

0.9500 IMAGINARY SOLUTION

1 0000 IMAGINARY SOLUTION

1.0500 IMAGINARY SOLUTION

1. 1000 IMAGINARY SOLUTION

1 1306 0.440 6.791 3.050 1.071 1.102 0.530 1.002 1.400 2.36 0.474 0,073 0.073 34.044 0.33 0.16 1.358 0 309
1 2000 0 412 0,776 2.974 1.089 1.163 0.490 0.9 0 1.400 2.40 0.465 0.069 0.075 34.31 0.32 0.18 0.354 0.391
1 2500 6 306 6.762 1.906 1.093 1.217 0.455 0.961 1.400 2 44 0.457 6.064 0.076 35.143 0.31 0.17 0.349 0 394
1.3000 0.361 0.747 2.144 1.095 1.265 0.424 6.943 1 400 248 0.448 0.060 0.071 35 855 0.31 0.17 01344 0.397
1 1300 0 337 6.733 2.787 1.116 1.317 1.395 0.925 1.400 2.53 0.439 0.056 1.080 34.73 0.30 0.16 0.339 0 401
1 4808 0.314 8 718 2 735 1.096 1.366 0.36 1.907 1.400 257 1.431 0 052 0.081 37,597 0.29 0.16 0.333 0 404
1 4500 0.293 0.704 .4608 1.196 1.413 1.343 1.890 1.400 2.62 0.422 0.049 0.062 36.627 0.26 0.15 0 326 0 408
1 5000 0.272 0.690 2.645 1.095 1.460 0.319 1.073 1.400 2.66 0.413 0.045 0.004 39.764 0.27 0.15 0.319 0 412

1 5306 0 253 0.675 2.605 1.195 1.307 0.297 0.856 1.400 2.71 0.405 0.042 0,065 41.009 0.25 0.14 0 312 0.417
I 6000 0 235 0.661 2.568 1.694 1.554 1.276 0.140 1.400 2 ?6 0.396 0.039 0.600 42 365 0.24 0.13 0.304 0 422
1 4500 0 111 647 2.334 1.094 1.600 0.257 0,124 1.400 2.11 0.318 0.036 0.01 43.035 0.23 0 13 1.295 0.427

1 7000 0 203 0.634 2.503 1.893 1.645 0.239 0.011 1.400 2.06 0.300 0.034 0.009 45.421 0.22 0.12 0.216 0 432
1.7500 0111 0.620 2.474 1,091 1.691 6.222 1.792 1.400 2.91 0.372 0.031 0.690 47 125 0.20 0.11 1.277 0 430
1 1000 0.174 0.607 1.447 1.091 1,736 0.206 0777 1,400 2.96 0.364 0.029 0.091 41,953 0.I9 0.10 0267 0444
1.156 0 ti1 0.394 2.422 1.091 1.761 I.191 0.?42 1.400 3.01 0.356 0.027 0.092 50.969 0.17 0.09 1.257 0 450
1 9600 0.149 0.581 2.399 1.090 1.926 0,177 1.747 1.400 3.06 0.348 0.025 0.092 52.997 0.15 006 0 247 0 456

1 9500 0.131 0.566 1.377 1.069 1.170 6.160 0.733 1.400 3.11 0.340 0.023 0.093 55 223 0.14 0.07 6 236 0 463
20600 0 121 6.556 2.356 1.089 1.915 0.153 0.719 1.400 3.16 0.333 0.021 0.094 57.591 0.12 0.07 0.2135 0 476
2.6501 0.111 0.343 1.337 1.081 1.959 0.142 f.705 1.400 3.22 0,326 0 010 0.095 60.107 0.10 0I6 0 113 0 477
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CONSTANT PRESSURE CALCULATIONS

SINGLE SOLUTION
PRIMARY VAPOR AIR SECONDARY ASAIR

PR 1 1001 TI, 3 700 GPaI.400 CS,1.400 Vi * 10 WiV 29.00 VS- 29 00
X.P/M.S, 0.100

HMS PIS/ TISt VPIVS VYIVS MM PMI THI GH HP TIPITOP PIP/POP AP/AS A/AP# ErPOS EFTOS EFAVL SR
0 0500 8.998 J 000 54.045 5 862 0 264 0.998 1.221 1 400 1 83 0.599 0.166 0 004 363.031 0.12 0.07 0,227 0 461
0 1000 0 993 0 998 27 293 3 390 0 306 0.993 1.223 1 400 1.83 0.598 0.166 0.008 183.073 0.15 0 05 0.246 0 457

0 1501 0 904 0 996 11 252 2 560 0349 0.984 1.216 1 400 1.84 0.597 0 164 0.012 123 455 0.18 0 10 0.263 0 447

1 2000 0 972 0 992 13 748 2 159 0.391 0 972 1 205 1 400 1 15 0.595 0 162 0.016 93.931 0,20 0 11 0 278 0 437
0 200 0957 0988 11 059 1 914 0.434 0.957 1.200 1 400 1 86 0.592 0.160 0.020 76 449 022 0 12 0.292 0 429
0 3000 0 939 0 982 9 277 1.752 0 477 0.939 1.191 1.400 1.07 0.589 0.157 0.024 64.996 0 24 0 13 0 304 0 421
0 3500 0919 0 976 .013 1 630 0.521 0.919 1011 1.400 1.58 0.585 0.153 0 028 56 994 0.26 0 14 0 316 0 415
1 4100 0 096 0 969 7 073 1 552 0.565 0.896 1.171 1.400 1.90 0.581 0.149 0,031 51.156 0.20 0 15 0 325 0,409
0 4500 0.870 0 961 6 349 1.486 0 609 0.870 1 159 1.400 1.92 0 576 0.145 0.035 46.766 0.29 0 16 0.334 0 403

0 3001 0 143 0 952 5 775 1 434 0 63 05843 1.148 1.400 1 94 0.571 0.141 0.038 43.398 0.30 0 17 0 341 0 399
0 5500 0814 0 943 5 311 1 392 0,691 0 814 1.135 1.400 1.96 0.565 0 136 0.042 40.780 0.31 0.17 0 348 0 39!
0 6000 0 784 0 933 4.928 1.357 0.743 0.784 1.122 1.400 1.99 0.559 0.131 0.045 30.731 0.32 0 17 0.353 0 392
0.6500 0753 0 922 4.609 1 321 0.78 0.753 1.108 1.400 2.01 0.553 0 125 0.048 37 127 0.33 0 1 0.357 0 390
0 7000 0721 5.911 4.339 1.304 0.133 0.721 1.094 1.400 2.04 0.546 0 120 0.051 35.801 0.33 0.18 0.360 0 308
0 7500 0689 0,899 4 101 1.283 0 871 0.689 1.079 1 400 207 0.539 0 115 0.054 34.920 0.33 0 8 0 362 0 356
0 0000 0,656 0.887 3 909 1.264 0.923 0.656 1.064 1.400 210 0.531 0 109 0.057 34.222 0.34 0.18 0 364 0 305

0 8500 0.624 0 874 3.736 1.249 0.969 0.624 1.049 1.400 2 13 0 524 0.104 0.059 33.727 0.34 0 18 0.364 0 385
0.9000 0.591 0.161 3.585 1.235 1.015 0.591 1.033 1.400 2.17 0.516 0099 0.062 33 416 0.34 0 18 0.364 0 305
0 9500 0559 0847 3 452 1.223 1.060 0.559 1 017 1.400 2 20 0.508 0.093 0 064 33 261 0.33 0.10 0 363 0 386
1.0000 0.520 0833 3.334 1.212 1.106 0.528 1.001 1 400 2.24 0.499 0 088 0.060 33.268 0.33 0.15 0 361 0 367

10500 0491 0819 3.228 1.203 1.152 0.498 0.984 1.400 2.28 0 491 0.003 0069 33.403 0.33 0.18 0.359 0 30
1.1000 0,46 0 105 3 135 1.194 1.198 0.468 0.965 1.400 2.32 0.483 0,078 0.071 33.664 0 32 0.18 0 356 0 390
1.1500 0440 0 791 3.050 1.186 1.244 0.440 0.951 1.400 2.36 0.474 0 073 0.073 34.044 0.32 0 17 0.352 0 392
1.2000 0.412 0.776 2.974 1,179 1290 0.412 0.934 1 400 2.40 0.465 0.069 0.075 34.530 0.31 0.17 0 348 0 395
1.2500 0.356 0.762 2.906 1.!73 1 336 0.386 0.918 1.400 2.44 0.457 0 064 0,076 35.143 0.30 0.17 0 343 0 390
1.3000 0.361 0.747 2 544 1.168 1.382 0.361 0.901 1.400 2.48 0.448 0.060 0.078 35.155 0.30 0.16 0 338 0 401
1 3500 0.337 0733 2.717 1 162 1 428 0.337 0.84 1.400 2.53 0 439 0.156 0.080 36.673 0.29 0 16 0 332 0 403
1 4000 0 314 0.718 2.735 1.151 1.475 0.314 0.868 1.400 2.57 0.431 0 052 0.081 37.597 0.28 0.15 0 325 0 409
1 4500 0293 0.704 2 688 1.153 1.521 0.293 0.152 1.400 2.62 0 422 0 049 0.082 3W.627 0.27 0.15 0.318 0 413

1 5000 0 272 0.690 2.645 1.150 1.567 0.272 0.835 1.400 2.66 0.413 0 045 0.084 39.764 0.25 0.14 0.311 0 417
1 5500 0253 0.675 2.605 1,146 1.613 0 253 0.819 1 400 2.71 0.405 0.042 0.085 41.009 024 0 13 0 303 0 422
1.6000 0.235 0.661 2.568 1.143 1.659 0.235 0.803 1.400 2.76 0.396 0.039 0.086 42.365 0.23 0.13 0.294 0 427
1 6500 0.211 0 647 2.534 1.139 1.705 0.218 0.751 1 400 2.81 0.388 0.036 0.088 43835 0.21 0 12 0.285 0 433
1 ?000 0.203 0.634 2.503 1.137 1.750 0.203 0.772 1.400 2.16 0.380 0.034 0.089 45.420 0.20 0 11 0 2 1 0.439

1.7500 0158 0,620 2 474 1 134 1.796 0.118 0.757 1.400 2.91 0.372 0.031 0.090 47.125 0.18 0.10 0 1a6 0 444
1 0000 0.174 0.607 2.447 1.132 1.842 0.174 1.742 1.400 2.96 0.364 0.029 0.091 48.953 0.17 0.09 0,256 0 451
1.0500 0.161 0.594 2.422 1.129 1.888 0.161 0 727 1.400 301 0.356 0.027 0.092 50.909 0 15 000 0,245 0 457
1 9000 1.149 0.581 2.399 1.127 1.933 0.149 0.713 1.400 3.06 0.348 0.025 0.092 52.997 0 13 0 07 0.234 0 464
1 9500 0 138 0.568 2.377 1 125 1.971 0.138 0.699 1 400 3.11 0.340 0023 0093 55.223 0 12 0 06 0 223 0 471
2.0000 0 128 0.556 2.356 t.123 2.024 0.128 0655 1.400 3.16 0.333 0.021 0.094 57.591 0.10 0.05 0 211 0 478
2.0500 0 118 0.543 2.337 !.122 2.069 0.118 0.671 1 400 3.22 0.326 0.020 0.095 60.107 0.08 0 04 0 199 0 485
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CONSTANT AREA CALCULATIONS
SUBSONIC BRANCH

PRIMAlY VAPO1: All SICONDAT GAS-IR

PR. 6.000 Tim 3.110 GCP1.400 GS.!400 VI I Of VP. 29.0 VS. Mo.0t

K.P/IN. I500

MS PIS/ TISI VP/VS VY/VS HM PH/ TH1/ CM P TIP/TOP PIP/POP APIAS AI.P' EFPOS EFTOS EFAVL SR
01500 0.991 2.000 34.415 23.574 0.093 1.052 1.197 1.400 1.13 0.399 0.166 0.010 73.785 0.09 0.05 1 445 1.233

0.1005 0 993 0.995 27.293 2 374 0 173 1.141 1.109 1.400 1.83 1.598 0.166 0.041 37.795 0.16 0.09 0 46 1 165

0.1500 5.954 0.996 11.252 2.220 0.242 1.183 1.171 1.400 1.14 0.597 0.164 0.061 25.177 0.22 0.12 1.501 I 106
0.2001 0972 0.992 13.748 2.096 0.306 1.211 1.165 1.400 1.15 0.595 0.162 0.111 19.979 0.27 0.15 0.522 I 06!

*02500 0.957 0.918 11.159 1.994 0.364 1.227 1.851 1.400 1.16 0.591 0.160 0.100 16.492 0.31 5.17 0,540 1 021
0 3000 0 939 0.982 9.277 1 908 0.419 1.233 1.836 1.406 1.87 1.589 0.157 0.120 14.213 0.35 0.19 0 555 0 987
0 3308 0 919 0.976 1.013 1.833 0.470 1.231 1.810 1.400 1.88 0.515 0.153 0.138 12.627 0.38 0.21 0.569 0 958

0.4001 0 96 0 969 7.073 1.765 0.518 1.223 1.103 1.4001 1.1 0.581 0.149 0.157 11.475 0.40 0.22 0.500 0 933
0 4500 0.170 0941 6.349 1.709 0.564 1.209 1.786 1.400 1.92 0.576 0,145 0.175 10.616 0.42 5.23 0.559 0 912
0 5005 0 143 0.952 5.775 1.655 0.607 1.191 1.769 1.400 1.94 0.571 0.141 0.192 9.963 1.44 0 24 0.598 0 594
0 5500 0514 0.143 5.311 1.605 0.648 1.170 1.753 1.400 1.96 0.565 0.136 5.209 9 464 0.45 0.25 0.604 0 579

0 6000 0 784 0 33 4.925 1.557 1.185 1.141 1.737 1.400 1.99 0.559 0,131 0.125 9.011 1.47 0.26 0.610 0 866
1 4500 0 753 0.922 4 609 1.510 0.718 1.126 1.722 1.400 2.01 0.553 0,125 0.241 8.789 0.48 0.26 0.615 0 855
0 ,700 0 721 0.911 4.339 1.462 0.747 1.105 1 709 1.400 2.04 0.546 0.120 0.256 0.572 0.45 0.27 0.619 0 547
0 7500 0 689 1.199 4.108 1.412 0.771 1.008 1.698 1.400 2.07 0.539 0.115 0.170 8.417 0.49 0 27 0.622 0 840
0 5000 0 656 0 087 3.909 1.359 0.788 1.075 1.690 1.400 2.10 0.531 0.109 0.284 8.314 0 49 0 27 0 624 0 835

0 0500 0 624 0.174 3.736 1.303 0.797 1.065 1.656 1.400 2.13 0.524 0.104 4.297 8.157 0.50 0 27 625 0 833
0 9000 0.591 0,561 3.555 1.244 0.800 1.066 1.684 1.400 2.17 0.516 0,099 0.309 5.141 0.50 0.27 0.625 0 832

5.1500 0.559 0,47 3.452 1.184 0.797 1.065 1.616 1.400 2.10 0.505 0.093 0.321 8.260 0.50 0.27 1.625 0.833
1.0000 0.528 0 533 3.334 1.124 1.789 1.073 1.690 1.400 2.24 0.499 0,048 4.333 8.314 1.49 1.27 0.623 0834

1.0500 0.498 1.119 3.12 1.166 0.778 1.079 1.695 1.400 2.1 0.491 0.083 0.343 1.391 0.49 0.27 0.621 0841
1 1000 0.468 0.805 3.135 1.011 0.765 1.014 1.701 1.400 2.32 0.413 5.078 0.354 85.12 0.48 1.21 0.618 0.149
1 1500 0.440 1.791 3.050 0.960 0.752 1.08 1.707 1.400 2.36 0.474 0.073 0.343 8.655 0.47 0.26 1.613 0.859

1.2100 0412 0.776 2.974 0.913 0.737 1.019 1.714 1.400 2.41 6.465 0.069 0.373 8.125 0.46 0.25 0.608 05870
I 2500 0.316 0,762 2.906 0.170 5.723 1.088 1.720 1.400 2.44 0.457 0.064 0.382 9.021 0.45 0.25 0.602 0884

1.3001 0.362 0.747 2.844 0835 0.710 1.084 1.726 1.400 2.41 1.448 1.060 0.390 9.246 0.43 6.24 0.594 1.901
1.3500 0.337 0.733 2.717 0.793 0.697 1.077 1,732 1,400 2.53 0.439 0.056 6.398 9.497 0.41 0.23 0.586 0.919
1 4000 0.314 0.718 2.735 0.768 0.654 1.065 1.737 1.400 1.57 0.431 0.052 0.405 9.775 0.39 0.22 0,577 0.939
1.4500 0.293 0.704 1.681 0.729 0.672 1.035 1.743 1.400 2.62 0.422 0.049 0.412 10.080 0.37 0.20 0.567 0961

1 5100 0.272 0.690 2.645 0,701 0.665 1.041 1.748 1.400 2.66 0.413 0.045 0.419 10.414 0.35 0.19 0.557 0985
1.5500 0.253 0.675 2.605 1.675 0.650 1.024 1.752 1.400 2.71 0.405 0.042 0.426 10.776 0.32 0.18 0.545 1 010

1.6000 0.235 0.661 1.566 0,651 0.639 1,005 1.756 1.401 2.76 0.396 0.039 0.432 11.167 0.30 0 16 0.533 1.037
1 650 0 218 0.647 2.534 0.629 0.630 0.985 1.760 1.400 2.81 0.318 0.036 0.438 11.589 0.27 0.15 0.520 1 066
1,7000 0.203 0.634 2.513 0.609 0.621 0.963 1.764 1.400 2.66 0.300 0.034 0.443 12.041 0.24 0 13 0.507 1 096

1 7500 0.18 0.6120 2.474 0.590 0.612 0.939 1.768 1.405 2.91 0.372 5.031 0.448 12.524 0.20 0.11 0.492 1.127
1.0000 0.174 0.60? 1.447 0.573 5.604 0.915 1.771 1.401 2.96 .364 0.529 0.453 13.045 0.17 0.09 0,471 160
1.0500 0.161 0.594 2.422 0.557 0.596 0.190 1,774 1.400 3.01 0.351 0.027 1.455 13.593 0 13 0 07 1.463 1 194
I 9008 0 149 0,581 2.399 .542 0.519 5.564 1.777 1.400 3.06 0.348 0.025 0.462 14.101 0.10 0.05 0.447 1 229
1 9500 0.138 5.568 2.377 0.521 0.5132 0.831 1.710 1.400 3.11 0.340 0.023 0.466 14.115 0 06 0.03 0.431 1.265

2.0555 0.121 0.556 2,356 0.515 0.575 0.012 1.71 1.401 3.16 1.333 5.021 0.471 15.451 0.02 0.01 0 414 1 301

2.1510 0.111 0.543 2.337 #.503 1.569 0.756 1.784 1.400 3.21 0.326 0.010 0.474 16.150 -0.02 -0.01 0.397 1,33V
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CONSTANT AREA CALCULATI ONS
SUPERSONIC BRANCH

PINARY VAPOR: AIl SECONDARY GAS:AIR
PR2 t.00 TRm 3.700 M~IMI0 GSu1.401 VI. 1.00 W.z 27.00 95a 19.00

N.PIM.Sz 0.500

KS P151 TISI IPIYS VNIVS HN PHI THI GM M TIPITOP PIPIPOP APIAS IAPl EFFOS EFTOS EFAYL SR
0.1510 VIOLATION OF 2N0 LAW: REQUIRES NEGATIVE TEMPERATURES
0.1100 VIOLATION OF IND LAW: 1REQU111S NEGATIVE TEMPERATURES
0.1500 VIOLATION OF 2ND LAW: REQUIRES NEGATIVE TEMPERATURES
1.2000 VIOLATION Of 2ND LAW: REQUI1RES NEGATIVE TENPERATUNES
0.2500 VIOLATION OF IND LAW: REQUIRES NEGATIVE TEMPERATURES
1.3000 VIOLATION OF IND LAW FOR ADIABATIC STSTENMROUIRES WORK INPUT AND COOLING
0.3500 VIOLATION OF 20D LAW FOR ADIABATIC SYSTEMS:RIQUIRES WORK INPUT AND COOLING
1.4100 1.176 0.76 7 7073 5,777 2.446 0.179 1.165 1.400 1.70 0.511 0.149 0.157 11.475 0.?? 0.54 0.073 0.201
0.4500 0.170 0.461 6.34? 4.760 2.011 0.247 1.010 1.400 1.72 0.576 0.145 0.175 10.611 0.77 0.43 0.761 0.531
0.5900 0.143 1.752 5.775 4.017 1.143 0.314 1.132 1.400 1.74 0.571 0.141 0.192 9.163 0.66 0.36 0.702 0.603
1.5500 0.014 01743 5.311 3.451 1.673 0.377 1.211 1.400 1.16 1.50650.136 0.209 9.464 0.59 1.32 0.66? 0 735
0.6010 0.714 0.933 4.925 3.027 1.548 0.437 1.254 1.400 1.?9 0.55? 0.131 0.125 7.180 0.55 0.30 04151 0.776
0.6500 1.753 0.921 4.d07 2.601 1.454 0.410 1.331 1.400 2.01 0.553 0.125 0.241 5.7? 0.53 0.27 0.641 0.77
0.7000 0.721 1.711 4.339 2.427 1.313 0.531 1.374 1.400 2.04 0.546 0.120 0.156 8372 0.52 0.27 0.636 o Mo
0.7500 0.619 0.19t 4.108 2.217 1.331 0.572 1.403 1.400 2.07 0.53? 0.115 0.270 8.417 0.52 0.20 0634 0 813
0.1001 1.656 0.157 3.70? 2.053 1.177 0.5?? 1.422 1,400 2.10 0.531 0.10? 0.284 5.314 0.51 0.28 0.033 03115
0.1500 0.624 0.174 3.736 1.725 1.171 0.61 1.432 1.400 2.13 0.524 0.104 0.277 8.257 0.51 0.23 0.633 0016i
0.9100 0 591 0.1 3.585 1.136 1.271 0.619 1.435 1.400 2.17 0.516 0.07? 0.30? 3.240 0.51 0.23 0.633 03816
0.9501 0.559 #.547 3.452 1.750 1.271 0.614 1.432 1.400 2.20 0.505 0.093 0.121 3.210 0.51 0.28 0.633 00816
1.00 0.528 1.33 3.334 1.671 1.274 0.601 1.424 1.400 2.24 0.47? 0.005 0.333 8314 0.51 0.25 0.632 00116

1.0500 0.470 0.31? 3.125 1.644 1.315 0.532 1.412 1.400 2.20 0.471 0.003 0.343 8.371 0.51 0.25 0.632 0.318
1.1100 1.466 0.305 3.135 1.607 1.342 3.560 1.377 1.400 2.32 0.483 0.075 0.354 3.512 0.51 0218 101 0.320
1.1500 1.440 0.791 3.050 1.577 1.372 0.536 1.350 1.400 2.36 0.474 0.073 0.363 0.655 0.51 0.23 0.630 0.823
1.2000 0.412 0.776 2.774 1.551 1.405 0.510 1.36 1.400 2.40 0.465 0.06? 0.373 0.125 0 50 0.23 0.625 00826
1.2501 1.316 0.762 2.906 1.52? 1.441 0.453 1.343 1.400 2.44 0.457 0.064 0.312 7.022 0.50 0.27 0.626 00831
1.3000 0.361 0.747 1.144 1.511 1.471 0.457 1.323 1.401 2.41 0.448 0.060 0.370 7.246 0.4? 0.17 0.624 0.036
1.3500 0.337 0.733 2.787 1.074 1.513 0.430 1.303 1.400 2.53 0.43? 0.056 0.373 f.417 0.47 0.27 0.621 00141
1.4000 0.314 0.715 2.735 1.410 1.551 0.405 1.233 1.400 2.57 0.431 0.052 0.405 9.775 0.43 0 27 0.618 03408
1.4501 0.193 0.704 1.611 1.467 1.319 1.301 1.263 1.400 2.62 0.422 0.14? 0.412 10.050 0.43 0.26 0.61 055
1.5000 0.271 0.670 2.645 1.456 1.627 0.356 1.242 1.401 2.66 0.413 0.045 0.41? 11.414 0.47 0.26 1.612 0.142
1.5500 0.153 0.675 2.605 1.445 1.66 0.334 1.222 1.400 2.71 0.405 0.042 0.426 10.771 0.46 0.25 0.603 0.070
1.-000 0.235 0.66 2.565 1.436 1.704 0.312 1.202 1.401 2.76 0.376 0.037 0.432 11.117 0.45 0.25 0.60 00877
1.6001 0.213 0.64 2.534 1.427 1.743 0.271 1.152 1.401 2.51 0.315 0.036 0.430 11.537 0.44 0.24 0.60 0.300
1.7100 1.203 0.634 2.503 1.420 1.712 1.272 1.162 1.411 2.16 0.350 0.034 0.443 12.041 0.43 0.24 0576 03708
1.751# 0.18 0.420 2.474 1.412 1.121 1.254 1.142 1.401 2.72 1.372 1031 0.44 12.526 0.42 0.23 0 571 0708S
1.5100 1.174 0.607 2.447 1.406 1.560 0.137 1.123 1.400 2.76 0.364 0.02? 0.453 13.045 0.41 0.23 0556t 0.919
1.0501 0.16t10.594 2.422 1.319 1.373 0.220 1.114 1.400 311 1.354 0.027 0.451 13.591 0.40 0.22 0 531 07930
1.9100 0.14? 0.511 2.399 1.394 1.937 0.205 1.056 1.401 3.06 0.348 0.015 0.42 14.183 0.3? 0.21 .576 07941
1.9501 0.131 0.565 2.377 1.310 1.775 0.191 1.407 1.41103311 0.340 0.023 0.461 14.315 0.30 0.21 0.571 0.753
2,1111 1.121 0.356 2.356 1.313 2.013 0.171 1.04 1.400 3.16 0.333 0.021 0.471 15.481 0.37 0 20 0565 0,66d
2.1511 0.111 0.543 2.337 1.379 2.151 0.166 1.032 1.400 3.22 1.326 0-12C '.474 16.100 0.35 0.17 059 070
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CONSTANT PIESSUII CALCULATIONS
SINGLE SOLUTION

PRIHAiT VAPOR: AI SECONDAIT GAS:AII
Il 6.006f Tl 3.766 Gf.l.400 ClaI.05 Vi 1.40 VP: 29.00 We 29.00

N.PIN.S. 0.500

HS PISI T1SI VFIVS VNIVS IM PHI THI GN P TIPITOP PIPIPOP AAS AIArP EFPOS EFTOS ETAVL SR
0.1560 0.98 1.010 54.485 11.028 0.717 0.991 1.723 1.400 1.13 0.99 0.166 0.020 73.75 0.36 0.20 .566 0 977
* 1006 0.993 0.995 27.293 9.764 0.746 0.993 1.711 1.406 1.53 1.591 0.166 0.041 37.795 0.31 6.21 0570 0 955

0.1560 0.914 0.996 11.251 6.751 0.776 0.914 1.696 1.400 1.14 0.597 5.264 .0i 25.177 .40 5.22 6379 0 935
0.2000 0.72 0.992 13.741 5.24? 0.856 0.972 1.611 1.400 1.85 0.595 0.162 0.011 19.979 0.42 0,23 0567 0 917
0.2500 0.957 1.918 11.059 4.353 0.138 6.957 1.666 1.400 1.16 0.592 0.160 0.100 16.492 0.43 5.24 6.594 0101
0.3000 0939 0.982 9.277 3.759 0.670 0.939 1.650 1.400 1.17 0.589 0.157 0.121 14.213 0.45 6.24 0601 0.6
0 3500 0.919 1.976 5.013 3.331 0.913 0.919 1.634 1.400 1.81 0.555 0.153 0.138 12.627 0.46 0.25 0.607 0 873
0.4000 0.596 0.969 7.073 3.124 0.937 0.896 1.616 1.400 1.91 1.551 0.149 0.157 11.475 0.47 6.26 0.612 0 562
0.4501 0.170 0.961 6.349 1.753 0.971 0.870 1.599 1.400 1.91 0.576 0.145 0.175 10.616 0.48 0.26 1.617 0 152
0.5006 0.843 0.952 5.775 2.592 1.006 f.843 1.50 1.410 2.4 0.571 1.141 1.192 9.63 0.49 0.27 0.620 0043
0.3500 0.814 0.943 5.311 2.437 1.542 0.114 1.561 1.400 1.96 0.565 0,136 0.209 9.464 0.49 0.27 624 0 836
0.6000 0.784 0.933 f.93 2.309 1.071 0.784 1.542 1.410 1.99 0.559 0.131 0.225 9.180 0.50 6.27 0.627 0 829
0.6300 0.753 0.922 4.609 2.203 1.115 0.753 1.522 1.400 2.61 0.553 0.125 0.241 5.719 0.51 0.28 6.29 0 625
0.7000 0.721 0.911 4.339 2.113 1.152 0.721 1.502 1.400 2.04 0.546 0.120 0.256 8.572 6.51 0.28 0 630 0 821
0.7500 0.619 0.899 4.101 2,036 1.190 0.689 1.411 1.400 2.07 0.539 0.115 0.270 8.417 0.51 0.21 6632 0.01
0.8000 0.656 0.87 3.909 1.97f 1.228 0.656 1.460 1.400 2.16 6.531 0.109 0.284 8.314 0.51 1.28 0.632 0 814

0.1500 0 624 0.174 3.734 1.912 1.267 0.624 1.431 3.400 2.13 0.524 0.104 0.297 1.257 0.51 0.21 0633 0 016
0.9000 0.593 0.61 3.585 1.162 1.306 0.591 1.417 1.400 2.17 1.516 1.099 0.309 1.240 0.51 0.25 0 633 0516
0 9506 0559 ,147 3.452 1.117 1.345 0.559 1.395 1,400 2.20 0.508 0.093 0.321 8.260 0.51 0.28 0.632 0 817
1.0000 0.525 0.833 3.334 1.771 1.385 0.525 1.373 1,400 2.24 0.499 0.080 0.333 1.314 0.51 #.26 0.631 0419
1.0500 0.498 6.519 3.225 1.743 1.425 1.491 1.351 1,400 2.28 0.491 0.013 0.343 8.395 6.51 6.28 6 630 0 622

1.1001 0 468 0,805 3.135 1.712 1.465 0.461 1.329 1.400 2.32 0.483 0.078 0.354 5.512 0.50 5.25 0.62 0.823
1.1500 0,446 1.791 3.050 1.653 1.566 0.440 1.367 1.400 2.36 0.474 0.073 0.363 8,655 0.50 0.27 626 0830
1.2000 0.412 0.776 2.974 1.658 1.547 0.412 1.215 1,410 2.40 6.465 0.169 0.373 0.525 0.50 0.27 0.624 0.135

1.2500 0.386 0.762 1.906 1.635 1.517 0.386 1.263 1.400 2.44 0.457 0.064 0.352 9.522 0.49 0.27 0 621 0 041
1.3000 0.361 0.747 2.144 1.615 1.621 0.361 1.242 1.400 2.48 0.440 0.060 0.390 9.246 0.40 027 0 619 0 547
1 3500 0.337 6.733 2.717 1.96 1.670 0.337 1.220 1.400 2.53 0,439 0.036 6.398 9.497 0.48 0.26 0.615 0 854
1 4000 0.314 0.711 2.735 1.578 1.711 0.314 1.195 1.400 2.57 6.431 0.052 0.405 9.775 0.47 0.26 0612 0 863
1 4500 0293 0.704 2.655 1.563 1.752 0.293 1.177 1.400 2.62 0.422 0.0.9 0.412 11.18 0.46 0.25 0160 0 870
1 5006 0,272 0.690 2.645 1.546 1.794 0.272 1.156 1.400 2.66 0.413 0.045 0.419 10.434 0.45 0.25 0.604 0 579
1 5500 0253 0.675 2.605 1.535 1.535 0,253 1.135 1.400 2.71 0.405 0.042 6.426 10.776 0.44 0.24 16.00 0 500
1 600f 0.235 6.661 1.565 1.523 1.677 0.235 1.115 1.40 2.76 0.396 0.039 0.432 11.167 1.43 0.24 0.595 0 198
1 6500 0,211 1.647 1.534 1.511 1.911 0.215 1.095 1.400 2.11 0.315 0.036 0.438 11.519 0.42 023 0,591 0 99
1 7000 . 3 0.634 1.513 1.501 1.959 0.23 1.075 1.400 1.16 0.310 0034 0,443 12.041 0.41 0.23 0 566 0920
1 7500 . l 1.620 1.474 1.491 2.611 6.155 1.655 1.406 1.11 0.372 0.632 0.446 12.526 0.40 022 f.511 0 931

1 5000 0.174 1.607 2.447 1.412 2.442 0.174 1.036 1.410 2.96 0,364 0.029 0.453 13.045 0.39 0.21 0 575 0 943
S8550 06 11 0.594 2.422 1.474 2.113 0.161 1.117 1.400 3.11 0.356 0.027 0.455 13.595 0.35 0.21 1.570 0 956
1 9006 6 149 0.5381 2.399 1.466 2.124 0.149 6.999 1.400 3.06 1.348 0.025 0.462 14.151 6.36 0.20 0.564 0966

1.9500 6 131 0.360 2.377 1.459 1.160 1.131 0.981 1.410 3.11 0.340 0.023 6,466 14.115 0.35 0.19 6 558 0 912
2 001 0 120 0.556 2.356 1,452 2.206 1.121 0.963 1.410 3.16 1.333 6.021 0.471 15.461 6.34 619 0552 0 995

2 1500 0115 1.543 2.337 1.446 1.147 6.118 0.945 1.4010 3.2 0.326 0.620 0.474 16.111 1 32 0.11 1.345 1 00?
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APPENDIX B

DETAILED DESCRIPTION OF MACHINERY REQUIRED TO ACHIEVE ANY
DESIRED TOTAL PRESSURE FOR CONSTANT ENERGY STEADY FLOWS
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Components of Figure B-I

1. Reversible adiabatic components:

Cl: primary compressor

C2: primary turbine that drives Cl

C3: primary turbine that drives C4

C4,: secondary compressor

2. Reversible isothermal components

C5: primary isothermal compressor

C6: secon. ary isothermal tirbine that drives C5 and

exchanges heat with C5

C7: Mixed flow isothermal compressor (or turbine) that

adjusts final stagnation pressure to any desired value
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Stations

Op: We have shown a turbojet engine receiving mass flow m0 at

Tos and Pos and supplying conditions of Pop and Top at sta-

tion ip.

ip: Conditions Pop and Top and mp. The nozzle produces any

desired Mach number Mp (or Mp*) at station lp with static
pressure Plp and static temperature Tlp. The flow can be

diffused and fed to the reversible adiabatic turbine.

Although we show that the stagnation conditions are supplied

by a jet engine, they could also be provided by a boiler and

the gas could be a primary vapor which may be a different

gas than the secondary.

ls: A secondary gas flow is supplied at flow rate ms and stagna-

tion conditions Tos and Pos. The nozzle supplies the flow

at any desired Mach number, Ms(or Ms*), at a static pressure

of Pls. The flow can be diffused to any desired value

before entering the reversible adiabatic compressor C4.

2p: After passing through the reversible and adiabatic turbine

the primary flow comes to the total temperature Tom and a

total pressure P0 2p. Since the reversible adiabatic process

is isentropic, the entropy is unchanged. Thus,

S2p =S lp = sop (i.e., the stagnation value of the entropy

at station lp).

2s: The secondary flow is compressed in a reversible adiabatic

process in compressor C4 to a stagnation temperature of

Tom at stagnation pressure P0 2s. Since this is an isentro-

pic process, we have: S2s =Sls = Sos (i.e., the stagnation

value of the entropy at station ls).

Now the isentropic work, WISE, transfered from turbine C3 to

compressor C4 is:

WISE - mp Cp(Top - Tomj i ms Cp(Tom - Tos) •
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Hence,

(m +i)T =m T +m T (B-1)p s om p op s os
Clearly, this is just the constant energy mixing condition.

im: The conditions at im result from mixing the secondary and

primary gases that went through the reversible isothermal

compressor C5 and the reversible isothermal turbine C6. We

can relate t isothermal work to the heat transfer and to

the entropy changes (since we have assumed reversible

processes).

ISO ; s Tom (sm - Sos p Tom (sop om

therefore

(6n +r;) s 1m s +m 1; (B-2)s p om p op s os

Clearly, this is just the constant total entropy condition

which is required for reversible mixing of the two incoming

streams.

m: Finally, we take the mixed flow at conditions lm and

compress the mixed flow with a reversible isothermal

compressor C7. In this way, we can compress the mixed flow

to any desired stagnation pressure while still keeping the

total temperature the same: i.e., Tom. The work required

for the compressor C7 is equal to the heat transfer. These

quantities are shown crossing the control volume at the

boundary station B. We may expand the mixed flow through a

nozzle to any Mach number and exit area that we wish.

If we write the momentum equation for the control volume

shown in Figure B-l, we must in general include the force in

the strut at the boundary station f. Since we are free to

produce any stagnation pressure we want at station m, we can

produce any force we desire at station f. (Note: the

couplings at lp and ls have seals that do not contribute

any force on the control volume.)
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Clearly, we can write the following equations for the control

volume of Figure B-I when we have steady flow conditions.

Continuity:

m = m + m (B-3)

or

Pm Am Vm = Ps As Vs + Pp Ap Vp (B-3a)

Energy:

om = s os p op (B4)

and momentum

PA- P pAp = PlsAs + f = m (V - V) + 1 s(Vs -VM) (B-5)

Now if we arbitrarily require that

A = A + A (B-6)m p s

and that the force in the strut is zero

f = 0 (B-7)

We have a set of equations that are formally identical to

those that we write for a constant area ejector.

The complete solution to these equations for a given set of

inlet conditons can be used to produce efficiency maps as

shown on Figures 4 and 5 of the main body of the report for

subsonic and supersonic solution branches.

All of these solutions could be achieved with the machinery

shown in Figure B-i of this Appendix, but all of them could

not be achieved with a constant area ejector.

It is also quite clear that the ideal machinery of Figure B-1

could be replaced with real, inefficient machines and ordinary

heat exchangers such that Equations (B-3) thorugh (B-5) would

still be valid. Thus, all of the solutions shown on Figures

4 and 5 of the main body of the report could be achieved

with real machines. However, it is highly unlikely that such

a device would have any practical significance.
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